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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Key features

At a glance

Powerful Economical Versatile

• Generously sized profiles with an

optimised cross section afford the

drives maximum rigidity and load

capacity

• Speed, acceleration and torque

resistance set a new standard

• In addition to the technical data,

the toothed belt axis is a winner

with its excellent price/performance

ratio

• Due to the EGC’s high performance

it is often possible to use a smaller

size

• Numerous sizes and variants such

as protected guides open up a

broad range of applications

• Space-saving position sensing with

proximity sensor in the profile slot

is possible

• Wide range of options for mounting

on drive units

• Comprehensive range of mounting

accessories for multi-axis

combinations

Flexible motor interface

The motor position can be freely

selected on 4 sides and can be

converted at any time.

Broad range for the most varied load conditions

EGC-50 EGC-185

Characteristic values of the axes

The specifications shown in the table

are maximum values.

The precise values for each of the

variants can be found in the relevant

technical data in the catalogue.

Version Size Working stroke Speed Repetition Feed force Guide characteristicsg p p

accuracy Forces and torquesy

Fy Fz Mx My Mz

[mm] [m/s] [mm] [N] [N] [N] [Nm] [Nm] [Nm]

Recirculating ball bearing guide

50 50 … 1,900 3 ±0.08 50 650 650 3.5 10 10

70 50 … 5,000 5 ±0.08 100 1,850 1,850 16 132 132

80 50 … 8,500 5 ±0.08 350 3,050 3,050 36 228 228

120 50 … 8,500 5 ±0.08 800 6,890 6,890 144 680 680

185 50 … 8,500 5 ±0.1 2,500 15,200 15,200 529 1,820 1,820

-H- Note

Sizing software

PositioningDrives

�www.festo.com

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Key features

Complete system comprising toothed belt axis, motor, motor controller and motor mounting kit

Toothed belt axis with recirculating ball bearing guide

Motor �28

1 2

1 Servo motor EMMS-AS

2 Stepper motor EMMS-ST -H- Note

A range of specially adapted

complete solutions is available for

the toothed belt axis EGC and the

motors.

Motor controller Technical data� Internet: motor controller

1 2

1 Servo motor controller

CMMP-AS, CMMS-AS

2 Stepper motor controller

EMMS-ST

Motor mounting kit �28

Axial kit Kit comprising:

• Motor flange

• Coupling housing

• Coupling

• Screws

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Peripherals overview

1

2

3

4

5

6

7

8

9

aJ

aA

aB

aC

aD

aE

aF

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Peripherals overview

Variants and accessories

Type Brief description � Page/Internet

1 Emergency buffer with retainer

A

For avoiding damage at the end stop in the event of malfunction 35

2 Shock absorber with retainer

C

For avoiding damage at the end stop in the event of malfunction 35

3 Centring pin/sleeve

ZBS, ZBH

• For centring loads and attachments on the slide

• 6 centring pins/sleeves included in the scope of delivery for the axis

37

4 Switch lug

X, Z, O, P, W, R

For sensing the slide position 35

5 Sensor retainer

O, P, W, R

Adapter for mounting the inductive proximity sensors (round design) on the axis 36

6 Proximity sensor, M8

O, P, W, R

• Inductive proximity sensor, round design

• With the order code O, P, W, R, 1 switch lug and max. 2 sensor retainers are included in the

scope of delivery

38

7 Axial kit

EAMM

For axial motor mounting (comprising: clutch, clutch housing and motor flange) 28

8 Motor

EMMS

Motors specially matched to the axis, with or without gearing, with or without brake 28

9 Drive shaft

K

• Can, if required, be used as an alternative interface

• For the axis/motor combinations� 26 no drive shaft is needed beyond

37

aJ Slot cover

B, S

• For protecting against ingress of dirt 37

aA Proximity sensor, slot type 8

X, Z

• Inductive proximity sensor, for slot type 8

• For the order code X, Z, 1 switch lug is included in the scope of delivery

38

aB Plug socket with cable

V

For proximity sensor (order code W and R) 38

aC Clip

CL

For mounting the proximity sensor cable in the slot 37

aD Slot nut

Y

For mounting attachments 37

aE Profile mounting

M

For mounting the axis on the profile 34

aF Foot mounting

F

For mounting the axis on the end cap 33

– Passive guide axis

EGC-FA

Axis without drive egc-fa

– Connecting shaft

KSK

For three-dimensional gantries to connect two toothed-belt axes EGC-TB ksk

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Type codes

EGC – 70 – 500 – TB – KF – – GK

Type

EGC Toothed belt axis

Size

Stroke [mm]

Drive function

TB Toothed belt

Guide

KF Recirculating ball bearing guide

Stroke reserve

Slide

GK Standard slide

GV Extended slide

GP Standard slide, protected

GQ Extended slide, protected

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Type codes

� – ZUB – F2MX2Z – DN

Additional slide

KL Standard, left

Additional slide

KR Standard, right

Accessories enclosed separately

F Foot mounting

…M Profile mounting

…B Mounting slot cover

…S Sensor slot cover

…Y Slot nut for mounting slot

…X Proximity sensor (SIES), inductive, slot type 8,

PNP, normally open contact, cable 7.5 m

…Z Proximity sensor (SIES), inductive, slot type 8,

PNP, normally closed contact, cable 7.5 m

…A Emergency buffer with retainer

…C Shock absorber with retainer

…O Proximity sensor (SIEN), inductive, M8, PNP,

normally open contact, cable 2.5 m

…P Proximity sensor (SIEN), inductive, M8, PNP,

normally closed contact, cable 2.5 m

…W Proximity sensor (SIEN), inductive, M8, PNP,

normally open contact, M8 plug

…R Proximity sensor (SIEN), inductive, M8, PNP,

normally closed contact, M8 plug

…V Plug socket with cable

…K Drive shaft

…CL Cable clip

Operating instructions

DN No

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Technical data

Function -N- Size

50 … 185

-T- Stroke length

50 … 8,500 mm

General technical data

Size 50 70 80 120 185

Constructional design Electromechanical axis with toothed belt

Guide Recirculating ball bearing guide

Mounting position Any

Working stroke GK/GP [mm] 50 … 1,900 50 … 5,000 50 … 8,500 50 … 8,500 50 … 8,500g

GV/GQ [mm] 50 … 1,900 50 … 5,000 50 … 8,500 50 … 8,400 50 … 8,400

Max. feed force Fx [N] 50 100 350 800 2,500

Max. no-load torque1) [Nm] 0.072 0.18 0.4 0.8 4.05

Max. no-load sling resistance1) [N] 8 14.5 28 40.2 110

Max. driving torque [Nm] 0.46 1.24 5 16 93

Max. speed [m/s] 3 5

Max. acceleration [m/s2] 50

Repetition accuracy [mm] ±0.08 ±0.1

1) At 0.2 m/s, with variant GK or GV

Operating and environmental conditions

Ambient temperature [°C] –10 … +60

Protection class IP40

Duty cycle [%] 100

Weight [kg]

Size 50 70 80 120 185

Basic weight with 0 mm stroke1) GK/GP 0.62 1.85 3 10.5 32.6g

GV/GQ – 2.47 3.9 12.6 36.8

Additional weight per 1,000 mm stroke 1.9 4.4 6.2 15 30

Moving load GK/GP 0.13 0.37 0.62 2.18 6.5g

GV/GQ – 0.55 0.9 2.73 7.72

Additional slide KL/KR 0.08 0.3 0.55 2 6

1) Incl. slide

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Technical data

Toothed belt

Size 50 70 80 120 185

Pitch [mm] 2 3 3 5 8

Expansion1) [%] 0.094 0.08 0.24 0.13 0.29

Effective diameter [mm] 18.46 24.83 28.65 39.79 73.85

Feed constant [mm/rev.] 58 78 90 125 232

1) At max. feed force

Mass moment of inertia

Size 50 70 80 120 185

JO GK [kg mm2] 16.94 83.34 205.9 1,241 17,976JO

GV [kg mm2] – 110 265 1,465 19,690

JH per metre stroke [kg mm2/m] 2.6 10.6 18.8 93 760

JL per kg working load [kg mm2/Kg] 85 154 205 396 1,363.5

JW GK [kg mm2] 3.56 56.32 126.73 861 8,846

JW GV [kg mm2] – 82.52 185.22 1,080 10,523

The mass moment of inertia JA of the

entire axis is calculated as follows:

JA = JO + JW + JH x working stroke [m] + JL x mworking load [kg]

Materials

Sectional view

1 3 4 52 6

Axis

1 Drive cover Wrought aluminium alloy, anodised

2 Guide rail High-alloy steel

3 Toothed belt Polychloroprene with glass cord and nylon coating

4 Slide Wrought aluminium alloy, anodised

5 Profile Wrought aluminium alloy, anodised

6 Toothed belt disc Corrosion-resistant steel

Note on materials RoHS-compliant

Contains PWIS (paint wetting impairment substances)

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Technical data

Characteristic load values

The indicated forces and torques refer

to the slide surface. The point of

application of force is the point where

the centre of the guide and the length-

wise centre of the slide intersect.

They must not be exceeded during

d i i S i l idynamic operation. Special attention

must be paid to the cushioning phase.

If the axis is subjected to more than

two of the indicated forces and

torques simultaneously, the follow-

ing equation must be satisfied in

addition to the indicated maximum

loads:

Calculation of the guide index value:

fv =
|Fy,dyn|

Fy,max
+

|Fz,dyn|

Fz,max
+

|Mx,dyn|

Mx,max
+

|My,dyn|

My,max
+

|Mz,dyn|

Mz,max

Permissible forces and torques

Size 50 70 80 120 185

Fymax. [N] 650 1,850 3,050 6,890 15,200

Fzmax [N] 650 1,850 3,050 6,890 15,200

Mxmax. [Nm] 3.5 16 36 144 529

Mymax. GK/GP [Nm] 10 51 97 380 1,157

Mzmax. GK/GP [Nm] 10 51 97 380 1,157

Mymax. GV/GQ [Nm] – 132 228 680 1,820

Mzmax. GV/GQ [Nm] – 132 228 680 1,820

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Technical data

Service life

The service life of the guide depends

on the load. In order to make an

approximate assessment of the

service life of the guide, the guide

index value fv in relation to the service

life is presented in the diagram below

as a characteristic.

This chart only lists the theoretical

value. If guide index values fv greater

than 1.5 are returned, then it is

essential that you contact your local

contact person at Festo.

Guide index value fv as a function of service life

Example:

A user wants to move a mass weigh-

ing X kg. Using the above calculation,

a value of 1.5 is returned for the

guide index value. According to the

diagram, the guide has a service life

of approx. 1,500 km. Reducing the

acceleration reduces the value Mz

and My. Now with a guide index value

of 1, the service life is 5,000 km.

-H- Note

Design software

PositioningDrives

www.festo.com

The load comparison factor fv can

also be calculated using the sizing

software.

fv values > 1.5 are only theoretical

comparison values for the recircu-

lating ball bearing guide.

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Technical data

Maximum acceleration a as a function of applied load m

EGC-50 EGC-70

2

2
EGC-80 EGC-120

2

2

EGC-185

2

Horizontal mounting position

Vertical mounting position

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Technical data

Speed v as a function of rotational speed n

EGC-50

EGC-70

EGC-80

EGC-120

EGC-185

Effective force F as a function of input torque M

EGC-50/-70 EGC-80/-120

EGC-50

EGC-70

EGC-80

EGC-120

EGC-185

EGC-185

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Technical data

Stroke reserve

Stroke length Stroke reserve

The selected stroke always corre-

sponds to the required work stroke.

With the variants GK/GV there is no

wiper seal on the guide. On these

variants therefore there is a safety gap

between the drive cover and the slide

which is not intended as a work

stroke.

If a safety gap (similar to GK/GV)

between the drive cover and the slide

is also to be defined for the variants

GP/GQ, this is possible via the feature

”Stroke reserve” of the modular

product system. With the variants

GK/GV the stroke reserve and the

safety gap are added per end position.

• The length of the stroke reserve can

be selected as desired.

• The sum of the stroke length and

2x stroke reserve must not exceed

the maximum work stroke.

Example:

Type EGC-70-500-TB-KF-20H-…

Working stroke = 500 mm

2x stroke reserve = 40 mm

Total length = 540 mm

(540 mm = 500 mm + 2x 20 mm)

Size 50 70 80 120 185

Safety gap with GK/GV

(per end position)

[mm] – 10.5 13 18 21

Working stroke reduction

in standard slide GK/GP / extended slide GV/GQ with additional slide KL/KR

L16 = Slide length

L17 = Additional slide length

L18 = Distance between both

slides

1 Additional slide

L16 L18 L17

• For a toothed belt axis with

additional slide, the working stroke

is reduced by the length of the

additional slide and the distance

between both slides

• When ordering the variant GP/GQ,

the additional slide is also

protected

• When ordering the variant GV/GQ,

the additional slide is not extended

Example:

Type EGC-70-500-TB-…-GK-KR

Working stroke without

additional slide = 500 mm

L18 = 20 mm

L16, L17 = 100 mm

Working stroke with

additional slide = 380 mm

(500 mm – 20 mm – 100 mm)

Dimensions – Additional slide

Size 50 70 80 120 185

Variant GK/GV GK/GV GP/GQ GK/GV GP/GQ GK/GV GP/GQ GK/GV

Length L17 [mm] 65 100 121 120 146 200 236 280

Min. distance between

the slides L18

[mm] – – 21 – 26 – 36 –

Working stroke reduction per side

with integrated emergency buffer NPE / shock absorber YSRW with shock absorber retainer KYE

With a toothed belt axis, the work-

ing stroke is reduced by the total

dimension of the emergency buffer/

shock absorber and shock absorber

retainer.

Size 50 70 80 120 185

With emergency buffer [mm] 30 43 68 98 133

With shock absorber [mm] 26 42 63 84 107

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Technical data

2nd moment of area

Z-axis

Y-axis

Size 50 70 80 120 185

Iy [mm4] 8.4x104 3.95x105 8.44x105 4.62x106 2.34x107

Iz [mm4] 1.14x105 5.77x105 1.16x106 5.65x106 2.74x107

Maximum permissible support span L (without profile mounting) as a function of force F

In order to limit deflection in the

case of large strokes, the axis may

need to be supported.

The following diagrams help to de-

termine the maximum permissible

support span l as a function of force

F acting on the axis. The deflection

is f = 0.5 mm.

Force Fy Force Fz

EGC-50

EGC-70

EGC-80

EGC-120

EGC-185

Recommended deflection limit values

To ensure that the performance of the

axes is not impaired, adherence to the

following deflection limit values is

recommended. Higher deformations

can lead to increased friction, greater

wear and a reduced service life.

Size Dyn. deflection

(load is moving)

Stat. deflection

(load at standstill)

50 … 185 0.05% of the length of the axis, max. 0.5 mm 0.1% of the length of the axis

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Technical data

Dimensions Download CAD data� www.festo.com

+ = plus stroke length + 2x stroke reserve

L9 For GK/GV safety distance per end position

For GP/GQ size for scraper� 16

Profile

Size 50 Size 70 Size 80

Size 120 Size 185

1 Sensor slot for proximity sensor

2 Mounting slot for slot nut

-H- Note

To avoid distortion in the slide, the

bearing surfaces of the attachments

must maintain a flatness of min.

0.01 mm.

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Technical data

Size B1 B2 B3 B4 B5 B9 D1

H7

D2

∅

H7

D3

∅

D4

∅

D5

∅

H7

D6

50 48 39 11.5 20 35 1 27 8 20 15 – M4

70 69 58.6 16.5 30 45 1 38 10 28 20 – M5

80 82 72.6 22 40 60 1 48 16 46.5 25 9 M5

120 120 107 33 80 40 1 62 23 59 35 – M8

185 186 169 53 120 80 1 95 32 90 60 – M10

Size D7 D8

∅

H1 H2 H3 H4 H5 H6 H7 L1 L2

H7 GK GV GK GV

50 M3 5 42.5 16.5 37.6 35.5 10.5 10.5 18 155 – 77.5 –

70 M5 5 64 28 53.7 50.8 13 13 29 246 346 123 173

80 M5 5 76.5 34.5 65 61.5 17.5 15 35 286 386 143 193

120 M6 9 111.5 51.6 95.9 91.1 22 22 54 446 546 223 273

185 M8 9 172.5 80.5 152.6 143 25 25 80 612 712 306 356

Size L3 L4 L5 L6 L8 L9 T1 T2 T4 T6 T7 T8 T9

50 40 26 20 1.8 3 – 1.5 – 5.9 – 7 8 3.1

70 57.5 36 27.5 1.8 3 10.5 2.1 18 7.15 – 10 12 3.1

80 65 46 30 2 3 13 2.1 27 4 2.1 10 10 3.1

120 100 64 50 2 3 18 3.1 29.5 4 – 16 14 2.1

185 140 80 70 2 3 21 2.8 34.5 4 – 20 17 2.1

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Technical data

Dimensions Download CAD data� www.festo.com

GK – Standard slide / GP – Standard slide, protected

Size 70

Size 80 Size 120

View A

View A

5 Hole for centring sleeve

6 Hole for centring pin

* protected version

Size 50

View A

View A

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Technical data

Dimensions Download CAD data� www.festo.com

GK – Standard slide

Size 185

5 Hole for centring sleeve

View A

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Technical data

Dimensions Download CAD data� www.festo.com

GV – Extended slide / GQ – Extended slide, protected

Size 70

Size 80

5 Hole for centring sleeve

6 Hole for centring pin

* protected version

View A

View A

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Technical data

Dimensions Download CAD data� www.festo.com

GV – Extended slide / GQ – Extended slide, protected

Size 120

5 Hole for centring sleeve

* protected version

View A

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Technical data

Dimensions Download CAD data� www.festo.com

GV – Extended slide

Size 185

5 Hole for centring sleeve

View A

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Ordering data – Modular products

Order code

Mandatory data

Slot for

proximity sensor

O top

U underneath

R right

L left

V front

H rear

Accessories

A

C

X, Z, O, P, W, R

O, P, W, R

O, P, W, R

Axial kit

� 28

K

B, S

X, Z

V

Y

M

F

Servo motors EMMS-AS

Stepper motors EMMS-ST

� 28

CL

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Ordering data – Modular products

Ordering table

Size 50 70 80 120 185 Condi-

tions

Code Enter

code

0M Module No. 556812 556813 556814 556815 556817

Design Linear axis EGC EGC

Size 50 70 80 120 185 -… -…

Stroke length [mm] 50 … 1,900 50 … 5,000 50 … 8,500 50 … 8,500

(50 … 8,400

at GV, GQ)

50 … 8,500

(50 … 8,400

at GV, GQ)

1 -… -…

Function Toothed belt -TB -TB

Guide Recirculating ball bearing guide -KF -KF

Stroke reserve [mm] 0 … 999 (0 = no stroke reserve) 1 -…H

Slide Standard slide -GK

– Extended slide, protected – -GQ

– Standard slide, protected – -GP

– Elongated slide -GV

0O Additional slide Left Additional slide, standard, at left 2 -KL

� Right Additional slide, standard, at right 2 -KR

1 -… The sum of the stroke length and 2x stroke reserve must not exceed the maximum stroke length

2 KL, KR If the slide was chosen as a protected variant (GQ, GP), the additional slide (KL, KR) is also protected

If the slide was chosen as an extended variant (GQ, GV), the additional slide (KL, KR) is not extended

No additional slides (KL, KR) can be ordered for long strokes� product configurator. If required, please contact your local Festo office

Order code

EGC – – – TB – KF – – –

-V- New



2009/04 – Subject to change 27� Internet: www.festo.com/catalogue/...

Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Ordering data – Modular products

Ordering table

Size 50 70 80 120 185 Condi-

tions

Code Enter

code

� Accessories Accessories enclosed separately ZUB- ZUB-

0O Foot mounting 1 F

Profile mounting 1 … 50 …M

Cover Mounting slot – 1 … 50 (1 = 2 units 500 mm long) …B

Sensor slot 1 … 50 (1 = 2 units 500 mm long) …S

Slot nut for mounting slot 1 … 99 …Y

Proximity sensor (SIES)

inductive, slot 8, PNP,

Normally open contact,

cable 7.5 m

1 … 6 …X

, , ,

incl. switch lug Normally closed contact,

cable length 7.5 m

1 … 6 …Z

Emergency buffer with retainer – 1 … 2 3 …A

Shock absorber with retainer 1 … 2 4 …C

Proximity sensor (SIEN)

inductive, M8, PNP,

Normally open contact,

cable 2.5 m

– 1 … 99 …O

, , ,

incl. switch lug with sensor

retainer

Normally closed contact,

cable length 2.5 m

– 1 … 99 …P

Normally open contact,

M8 plug

– 1 … 99 …W

Normally closed contact,

plug M8

– 1 … 99 …R

Plug socket with cable 2.5 m, M8, 3-wire 1 … 99 …V

Drive shaft 1 … 4 5 …K

Cable clip 10, 20, 30, 40, 50, 60, 70, 80, 90 …CL

Operating instructions Express waiver – no user documentation to be included (already

available) (operating instructions in PDF format are available free of

charge on the Internet www.festo.com)

-DN

3 … A Emergency buffer with retainer A cannot be combined with slide GP, GQ and shock absorber with retainer C

4 … C Shock absorber with retainer C cannot be combined with slide GP, GQ and emergency buffer with retainer A

5 … K. For the axis/motor combinations� 28 no drive shaft is needed beyond

Transfer order code

ZUB – –

-V- New

-H- Note

With code X, Z, one switch lug is

included in the scope of delivery.

With code O, P, W, R, one switch lug

and max. two sensor retainers are

included in the scope of delivery.
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Accessories

Permissible axis/motor combinations with axial kit – Without gear unit

Motor Axial kit

Type Part No. Type

EGC-50

with servo motor

EMMS-AS-55-S-… 557975 EAMM-A-L27-55A

with stepper motor

EMMS-ST-57-S-… 560678 EAMM-A-L27-57A

EGC-70

with servo motor

EMMS-AS-70-S-… 557979 EAMM-A-L38-70A

with stepper motor

EMMS-ST-57-M-… 560679 EAMM-A-L38-57A

EMMS-ST-87-S-… 560680 EAMM-A-L38-87A

EGC-80

with servo motor

EMMS-AS-70-M-… 557982 EAMM-A-L48-70A

EMMS-AS-100-S-… 557984 EAMM-A-L48-100A

with stepper motor

EMMS-ST-87-S-…

EMMS-ST-87-M-…

560683 EAMM-A-L48-87A

EGC-120

with servo motor

EMMS-AS-100-S-… 557988 EAMM-A-L62-100A

EMMS-AS-140-M-… 557990 EAMM-A-L62-140A

EGC-185

with servo motor

EMMS-AS-140-M-… 557994 EAMM-A-L95-140A

-H- Note

For the optimum selection

of axis/motor combinations�

Sizing software

PositioningDrives

www.festo.com

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Accessories

Permissible axis/motor combinations with axial kit – With gear unit

Motor Gear unit Axial kit

Type Part No. Type Part No. Type

EGC-50

with servo motor

EMMS-AS-40-M-… 552186 EMGA-40-P-G3-SAS-40 557974 EAMM-A-L27-40G

EGC-70

with servo motor

EMMS-AS-55-S-… 552188 EMGA-60-P-G3-SAS-55 557978 EAMM-A-L38-60G

EGC-80

with servo motor

EMMS-AS-70-M-… 552190 EMGA-60-P-G3-SAS-70 557983 EAMM-A-L48-60G

EGC-120

with servo motor

EMMS-AS-100-S-… 552194 EMGA-80-P-G3-SAS-100 557989 EAMM-A-L62-80G

EGC-185

with servo motor

EMMS-AS-140-M-… 552198 EMGA-120-P-G3-SAS-140 557995 EAMM-A-L95-120G

-H- Note

For the optimum selection

of axis/motor combinations�

Sizing software

PositioningDrives

www.festo.com

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Accessories

Individual components of the axial kit

Axial kit Axial kit comprising:

Motor flange Coupling Coupling housing Screws

Part No.

Type

Part No.

Type

Part No.

Type

Part No.

Type

Part No.

Type

EGC-50

557975

EAMM-A-L27-55A

558016

EAMF-A-27A-55A

557999

EAMD-19-15-9-8X10

– –

560678

EAMM-A-L27-57A

560690

EAMF-A-27A-57A

561292

EAMD-16-15-6,35-8X10

– –

EGC-70

557979

EAMM-A-L38-70A

558018

EAMF-A-38A-70A

558000

EAMD-25-22-11-10X12

558011

EAMK-A-L38-38A

567484

EAHM-L2-M5-30

560679

EAMM-A-L38-57A

560692

EAMF-A-38A-57A

561293

EAMD-25-22-6,35-10X12

558011

EAMK-A-L38-38A

567484

EAHM-L2-M5-30

560680

EAMM-A-L38-87A

560693

EAMF-A-38A-87A

558000

EAMD-25-22-11-10X12

558011

EAMK-A-L38-38A

567485

EAHM-L2-M5-35

EGC-80

557982

EAMM-A-L48-70A

558025

EAMF-A-48A-70A

558001

EAMD-32-32-11-16X20

558012

EAMK-A-L48-48A

567486

EAHM-L2-M5-40

557984

EAMM-A-L48-100A

558020

EAMF-A-48A-100A

558002

EAMD-42-40-19-16X25

558012

EAMK-A-L48-48A

567489

EAHM-L2-M5-55

560683

EAMM-A-L48-87A

560695

EAMF-A-48A-87A

558001

EAMD-32-32-11-16X20

558012

EAMK-A-L48-48A

567487

EAHM-L2-M5-45

EGC-120

557988

EAMM-A-L62-100A

558026

EAMF-A-62A-100A

558003

EAMD-56-46-19-23X27

558013

EAMK-A-L62-62A

567491

EAHM-L2-M6-65

557990

EAMM-A-L62-140A

558022

EAMF-A-62A-140A

558005

EAMD-56-46-24-23X27

558013

EAMK-A-L62-62A

567493

EAHM-L2-M6-70

EGC-185

557994

EAMM-A-L95-140A

558023

EAMF-A-95A-140A

558008

EAMD-67-51-24-32X32

558014

EAMK-A-L95-95A

567497

EAHM-L2-M8-80

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Accessories

Individual components of the axial kit

Axial kit Axial kit comprising:

Motor flange Coupling Coupling housing Screws

Part No.

Type

Part No.

Type

Part No.

Type

Part No.

Type

Part No.

Type

EGC-50

557974

EAMM-A-L27-40G

558015

EAMF-A-27A-40G

557998

EAMD-19-15-10-8X10

– –

EGC-70

557978

EAMM-A-L38-60G

558017

EAMF-A-38A-60G

558000

EAMD-25-22-11-10X12

558011

EAMK-A-L38-38A

567485

EAHM-L2-M5-35

EGC-80

557983

EAMM-A-L48-60G

558019

EAMF-A-48A-60G

558001

EAMD-32-32-11-16X20

558012

EAMK-A-L48-48A

567486

EAHM-L2-M5-40

EGC-120

557989

EAMM-A-L62-80G

558021

EAMF-A-62A-80G

558004

EAMD-56-46-20-23X27

558013

EAMK-A-L62-62A

567492

EAHM-L2-M6-65-L

EGC-185

557995

EAMM-A-L95-120G

558024

EAMF-A-95A-120G

558006

EAMD-67-51-25-32X32

558014

EAMK-A-L95-95A

567496

EAHM-L2-M8-70

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Accessories

Axial kit EAMM-A-…

Material:

Coupling housing, coupling hubs,

motor flange: Aluminium

Screws: Steel

Diagram:

1 Axial kit

2 Toothed belt axis

3 Motor

General technical data

EAMM-A-… L27- L38-

55A 57A 40G 57A 70A 87A 60G

Transferable torque [Nm] 2 1.6 2 3.6 9 9 9

Mass moment of inertia [kgmm2] 0.441 0.355 0.441 3.23 3.2 3.2 3.2

Max. rotational speed [rpm] 10,000 10,000 10,000 8,000 8,000 8,000 8,000

Mounting position Any

EAMM-A-… L48- L62- L95-

70A 87A 100A 60G 100A 140A 80G 140A 120G

Transferable torque [Nm] 12.5 12.5 17 12.5 60 60 60 143 150

Mass moment of inertia [kgmm2] 14.5 14.5 39.1 14.5 148 147 148 374 374

Max. rotational speed [rpm] 8,000 8,000 6,000 8,000 5,500 5,500 5,500 4,500 4,500

Mounting position Any

Operating and environmental conditions

Ambient temperature [°C] –10 … +60

Storage temperature [°C] –25 … +60

Protection class1) IP40

Relative air humidity [%] 0 … 95

1) Only with combined attachment of motor and axis

Dimensions and ordering data

Type B1 H1 L1 Weight Part No. Type

[g]

EAMM-A-L27-55A 23.1 220 557975 EAMM-A-L27-55A

EAMM-A-L27-57A – – 23.1 180 560678 EAMM-A-L27-57A

EAMM-A-L27-40G 29.2 180 557974 EAMM-A-L27-40G

EAMM-A-L38-57A 26.7 220 557679 EAMM-A-L38-57A

EAMM-A-L38-70A
57 5 50 3

29.5 290 557979 EAMM-A-L38-70A

EAMM-A-L38-87A
57.5 50.3

33.7 480 560680 EAMM-A-L38-87A

EAMM-A-L38-60G 41.7 345 557978 EAMM-A-L38-60G

EAMM-A-L48-70A 40.2 345 557982 EAMM-A-L48-70A

EAMM-A-L48-87A
65 61

44 590 560683 EAMM-A-L48-87A

EAMM-A-L48-100A
65 61

59 985 557984 EAMM-A-L48-100A

EAMM-A-L48-60G 52.5 485 557983 EAMM-A-L48-60G

EAMM-A-L62-100A 62.5 1,605 557988 EAMM-A-L62-100A

EAMM-A-L62-140A 100 90.5 72.5 2,420 577990 EAMM-A-L62-140A

EAMM-A-L62-80G

9 5

62.5 1,620 557989 EAMM-A-L62-80G

EAMM-A-L95-140A
140 142 5

76 3,710 557994 EAMM-A-L95-140A

EAMM-A-L95-120G
140 142.5

81 3,660 557995 EAMM-A-L95-120G

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Accessories

Foot mounting HPE

(order code F)

Material:

Galvanised steel

RoHS-compliant

1 Hole in the HPE-120

+ = plus stroke length + 2x stroke reserve

Dimensions and ordering data

For size AB A0 AT AU B1 B2 H1 H8

∅

50 4.5 4.5 2 10.5 21.5 14 42.5 0.5

70 5.5 6 3 13 37 14.5 64 0.5

80 5.5 6 3 15 38 21 76.5 0.5

120 9 8 6 22 65 20 111.5 0.6

185 9 12 8 25 118 13 172.5 0.5

For size SA TR TR1 US Weight Part No. Type

GK GV [g]

50 176 – 20 – 46 44 558320 HPE-50

70 272 372 40 – 67 115 558321 HPE-70

80 316 416 40 – 80 150 558322 HPE-80

120 490 590 80 – 116 578 558323 HPE-120

185 662 762 160 80 182 1,438 558325 HPE-185

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Accessories

Profile mounting MUE

(order code M)

Material:

Anodised aluminium

RoHS-compliant

Dimensions and ordering data

For size B1 B2 B3 B4 D1 H1 H2 H3

∅

50 62 8 54 15.5 3.4 42.5 6 5.5

70 91 12 79 22.5 5.5 64 17.5 12

80 104 12 92 28 5.5 76.5 17.5 12

120 154 19 135 42.5 9 111.5 16 14

185 220 19 201 62.5 9 172.5 16 14

For size H4 H5 L1 L2 Weight Part No. Type

[g]

50 2.3 11 40 20 20 558042 MUE-50

70 6.2 22 52 40 80 558043 MUE-70/80

80 6.2 22 52 40 80 558043 MUE-70/80

120 5.5 29.5 90 40 290 558044 MUE-120/185

185 5.5 29.5 90 40 290 558044 MUE-120/185

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Accessories

Shock absorber retainer KYE

Emergency buffer NPE� 37

Shock absorbers YSRW� 37

(order code A or C)

Material:

Anodised aluminium

RoHS-compliant

Cannot be used in combination with

the variants GP and GQ.

1 Emergency buffer NPE

2 Shock absorber YSRW

Dimensions and ordering data

For size B1 B2 B3 D1 H1 H2 H3 L1 L2 L3 L4 Weight Part No. Type

min. [g]

50 38 1 13.5 M8X1 12 0.4 5 20 12 8 20 20 557583 KYE-50

70 57.5 1 16.5 M12X1 18.2 0.5 7.5 30 15 14 32 75 557584 KYE-70

80 74.2 1 20.5 M16X1 22 0.5 9.5 45 25 20 41 170 557585 KYE-80

120 108.5 1 26 M22X1.5 31 1 14 60 40 26 48.5 680 557586 KYE-120

185 168 1 37 M26X1.5 42 4 18 75 60 34 58.5 1,075 557587 KYE-185

Switch lug SF-EGC-1

For sensing with proximity sensor

SIES-8M

(order code X or Z)

Material:

Galvanised steel

RoHS-compliant

• With size 50, max 3 proximity

sensors can be supported when

querying both end positions.

For additional proximity sensors,

a stroke reserve of 25 mm is

required.

Dimensions and ordering data

For size B2 D1 H1 L1 L2 L6 Weight Part No. Type

[g]

50 2 M3 3.5 45 22 45 20 558046 SF-EGC-1-50

70 3 M4 4.65 70 56 50 50 558047 SF-EGC-1-70

80 3 M4 4.65 90 78 70 60 558048 SF-EGC-1-80

120 3 M5 8 170 140 170 150 558049 SF-EGC-1-120

185 3 M5 10 230 200 230 245 558051 SF-EGC-1-185

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Accessories

Switch lug SF-EGC-2

For sensing with proximity sensor

SIEN-M8B (order code O, P, W or R) or

SIES-8M (order code X or Z)

Material:

Galvanised steel

RoHS-compliant

Sensor retainer HWS-EGC

For proximity sensor SIEN-M8B

(order code O, P, W or R)

Material:

Galvanised steel

RoHS-compliant

Switch lug SF-EGC-2

Sensor retainer HWS-EGC

For size 70 … 120

For size 185

Dimensions and ordering data

For size B1 B2 B3 B4 D1 D2 D3 H1 H2

∅

70 31.5 3 25.5 18 M4 M5 8.4 9.5 35

80 31.5 3 25.5 18 M4 M5 8.4 9.5 35

120 32 3 25.5 18 M5 M5 8.4 13.2 65

185 33 3 25.5 15 M5 M5 8.4 43 20

For size H3 H4 H5 H6 L1 L2 L3 L4 L5 L6

max.

70 25 – 45 13.5 70 56 135 20 35 50

80 25 – 45 23.5 90 78 135 20 35 70

120 55 – 75 24 170 140 215 20 35 170

185 11 53 71 25.5 230 200 37 25 12.5 230

For size Weight Part No. Type For size Weight Part No. Type

[g] [g]

Switch lug Sensor retainer

70 100 558052 SF-EGC-2-70 70 110 558057 HWS-EGC-M5

80 130 558053 SF-EGC-2-80 80 110 558057 HWS-EGC-M5

120 280 558054 SF-EGC-2-120 120 200 558058 HWS-EGC-M8

185 390 558056 SF-EGC-2-185 185 60 560517 HWS-EGC-M8:KURZ

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Accessories

Ordering data

For size Remarks Order code Part No. Type PU1)

Drive shaft EAMB

50 Alternative interface K 558034 EAMB-16-7-8X15-8X10 1

70 558035 EAMB-18-9-8X16-10X12

80 558036 EAMB-24-6-15X21-16X20

120 558037 EAMB-34-6-25X26-23X27

185 558038 EAMB-44-7-35X30-32X32

Emergency buffer NPE

50 Use in combination with shock A 564897 NPE-50 1

70 absorber retainer KYE 562581 NPE-70

80 562582 NPE-80

120 562583 NPE-120

185 562584 NPE-185

Shock absorber YSRW Technical data� Internet: ysrw

50 Use in combination with shock C 191192 YSRW-5-8 1

70 absorber retainer KYE 191194 YSRW-8-14

80 191196 YSRW-12-20

120 191197 YSRW-16-26

185 191198 YSRW-20-34

Slot nut NST

50 For mounting slot Y 558045 NST-3-M3 1

70, 80

g

150914 NST-5-M5 1

120, 185 150915 NST-8-M6 1

Centring pin/sleeve ZBS/ZBH2)

50, 70 For slide – 150928 ZBS-5 10

80, 120, 185 150927 ZBH-9 10

Slot cover ABP

70, 80 For mounting slot B 151681 ABP-5 2

120, 185

g

every 0.5 m 151682 ABP-8

Slot cover ABP-S

50 … 185 For sensor slot

every 0.5 m

S 563360 ABP-5-S1 2

Clip SMBK

50 … 185 For sensor slot, for mounting

the proximity sensor cable

CL 534254 SMBK-8 1

1) Packaging unit quantity

2) 6 centring pins/sleeves included in the scope of delivery for the axis

-V- New
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Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
Accessories

Ordering data – Proximity sensors for T-slot, inductive Technical data� Internet: sies

Type of mounting Switching Electrical connection Cable length Part No. Typeyp g g

output [m]

yp

N/O contact

Insertable in the slot from above, flush PNP Cable, 3-wire 7.5 551386 SIES-8M-PS-24V-K-7,5-OE,

with the cylinder profile Plug M8x1, 3-pin 0.3 551387 SIES-8M-PS-24V-K-0,3-M8Dy p

NPN Cable, 3-wire 7.5 551396 SIES-8M-NS-24V-K-7,5-OE

Plug M8x1, 3-pin 0.3 551397 SIES-8M-NS-24V-K-0,3-M8D

N/C contact

Insertable in the slot from above, flush PNP Cable, 3-wire 7.5 551391 SIES-8M-PO-24V-K-7,5-OE,

with the cylinder profile Plug M8x1, 3-pin 0.3 551392 SIES-8M-PO-24V-K-0,3-M8Dy p

NPN Cable, 3-wire 7.5 551401 SIES-8M-NO-24V-K-7,5-OE

Plug M8x1, 3-pin 0.3 551402 SIES-8M-NO-24V-K-0,3-M8D

Ordering data – Inductive proximity sensors M8 Technical data� Internet: sien

Electrical connection Switching LED Cable length Part No. Type

Cable Plug M8

g

output [m]

yp

N/O contact

3-wire – PNP
�

2.5 150386 SIEN-M8B-PS-K-L

– 3-pin PNP
�

150387 SIEN-M8B-PS-S-L

N/C contact

3-wire – PNP
�

2.5 150390 SIEN-M8B-PO-K-L

– 3-pin PNP
�

150391 SIEN-M8B-PO-S-L

Ordering data – Connecting cables Technical data� Internet: nebu

Electrical connection, left Electrical connection, right Cable length Part No. Type, , g

[m]

yp

Straight socket, M8x1, 3-pin Cable, open end, 3-wire 2.5 159420 SIM-M8-3GD-2,5-PUg , , 3 p , p , 3

2.5 541333 NEBU-M8G3-K-2.5-LE3

5 541334 NEBU-M8G3-K-5-LE3

Angled socket, M8x1, 3-pin Cable, open end, 3-wire 2.5 541338 NEBU-M8W3-K-2.5-LE3g , , 3 p , p , 3

5 541341 NEBU-M8W3-K-5-LE3

-V- New
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Key features

At a glance

Powerful Economical Versatile

• Generously sized profiles with an

optimised cross section afford the

drives maximum rigidity and load

capacity

• Speed, acceleration and torque

resistance set a new standard

• In addition to the technical data,

the EGC is a winner with its

excellent price/performance ratio

• Due to the EGC’s high performance

it is often possible to use a smaller

size

• Different spindle pitches, numerous

sizes and variants such as

protected guides open up a broad

range of applications

• Space-saving position sensing with

proximity sensor in the profile slot

is possible

• Wide range of options for mounting

on drive units

• Comprehensive range of mounting

accessories for multi-axis

combinations

Broad range for the most varied load conditions

EGC-70 EGC-185

Characteristic values of the axes

The specifications shown in the table

are maximum values.

The precise values for each of the

variants can be found in the relevant

technical data in the catalogue.

Version Size Working stroke Speed Repetition Feed force Guide characteristicsg p p

accuracy Forces and torquesy

Fy Fz Mx My Mz

[mm] [m/s] [mm] [N] [N] [N] [Nm] [Nm] [Nm]

Recirculating ball bearing guide

70 50 … 1,000 0.5 ±0.02 300 1,850 1,850 16 132 132

80 50 … 2,000 1.0 ±0.02 600 3,050 3,050 36 228 228

120 50 … 2,500 1.5 ±0.02 1,300 6,890 6,890 144 680 680

185 50 … 3,000 2.0 ±0.02 3,000 15,200 15,200 529 1,820 1,820

-H- Note

Sizing software

PositioningDrives

�www.festo.com

-V- New
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Key features

Complete system comprising spindle axis, motor, motor controller and motor mounting kit

Spindle axis with recirculating ball bearing guide

Motor �64

1 2

1 Servo motor EMMS-AS

2 Stepper motor EMMS-ST -H- Note

A range of specially adapted com-

plete solutions is available for the

spindle axis EGC and the motors.

Motor controller Technical data� Internet: motor controller

1 2

1 Servo motor controller

CMMP-AS, CMMS-AS

2 Stepper motor controller

EMMS-ST

Motor mounting kit �64

Axial kit Kit comprising:

• Motor flange

• Coupling housing

• Coupling

• Screws

-V- New
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Peripherals overview

1

2

3

4

5

6

7

8

9

aJ

aA

aB

aC

aD
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Peripherals overview

Variants and accessories

Type Brief description � Page/Internet

1 Emergency buffer with retainer

A

For avoiding damage at the end stop in the event of malfunction 68

2 Centring pin/sleeve

ZBS, ZBH

• For centring loads and attachments on the slide

• 6 centring pins/sleeves included in the scope of delivery for the axis

70

3 Switch lug

X, Z, O, P, W, R

For sensing the slide position 68

4 Sensor retainer

O, P, W, R

Adapter for mounting the inductive proximity sensors (round design) on the axis 69

5 Proximity sensor, M8

O, P, W, R

• Inductive proximity sensor, round design

• With the order code O, P, W, R, 1 switch lug and max. 2 sensor retainers are included in the

scope of delivery

71

6 Foot mounting

F

For mounting the axis on the end cap (only possible on one side) 67

7 Slot cover

B, S

• For protecting against ingress of dirt 70

8 Proximity sensor, slot type 8

X, Z

• Inductive proximity sensor, for slot type 8

• For the order code X, Z, 1 switch lug is included in the scope of delivery

70

9 Plug socket with cable

V

For proximity sensor (order code W and R) 71

aJ Clip

CL

For mounting the proximity sensor cable in the slot 70

aA Slot nut

Y

For mounting attachments 70

aB Profile mounting

M

For mounting the axis on the profile 67

aC Motor

EMMS

Motors specially matched to the axis, with or without brake 64

aD Axial kit

EAMM

For axial motor mounting (comprising: clutch, clutch housing and motor flange) 64

– Passive guide axis

EGC-FA

Axis without drive egc-fa
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Type codes

EGC – 70 – 500 – BS – – KF – – MR – GK

Type

EGC Spindle axis

Size

Stroke [mm]

Drive function

BS Ball screw spindle

Spindle pitch

Guide

KF Recirculating ball bearing guide

Stroke reserve

Motor attachment position

ML Left

MR Right

Slide

GK Standard slide

GV Extended slide

GP Standard slide, protected

GQ Extended slide, protected
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Type codes

� – ZUB – F2MX2Z – DN

Additional slide

KL Standard, left

Additional slide

KR Standard, right

Accessories enclosed separately

F Foot mounting

…M Profile mounting

…B Mounting slot cover

…S Sensor slot cover

…Y Slot nut for mounting slot

…X Proximity sensor (SIES), inductive, slot type 8,

PNP, normally open contact, cable 7.5 m

…Z Proximity sensor (SIES), inductive, slot type 8,

PNP, normally closed contact, cable 7.5 m

…A Emergency buffer with retainer

…O Proximity sensor (SIEN), inductive, M8, PNP,

normally open contact, cable 2.5 m

…P Proximity sensor (SIEN), inductive, M8, PNP,

normally closed contact, cable 2.5 m

…W Proximity sensor (SIEN), inductive, M8, PNP,

normally open contact, M8 plug

…R Proximity sensor (SIEN), inductive, M8, PNP,

normally closed contact, M8 plug

…V Plug socket with cable

…CL Cable clip

Operating instructions

DN No
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Technical data

Function -N- Size

70 … 185

-T- Stroke length

50 … 3,000 mm

General technical data

Size 70 80 120 185

Spindle pitch 10 10 20 10 25 40

Constructional design Electromechanical axis with recirculating ball bearing spindle

Guide Recirculating ball bearing guide

Mounting position Any

Working stroke GK/GP [mm] 50 … 1,000 50 … 2,000 50 … 2,500 50 … 3,000g

GV/GQ [mm] 50 … 900 50 … 1,900 50 … 2,400 50 … 2,900

Max. feed force Fx [N] 300 600 1,300 3,000

No-load torque [Nm] 0.1 0.1 0.2 0.5 0.6 1.5q

at min. speed of travel [m/s] 0.05 0.1 0.1 0.2 0.2 0.2

No-load torque [Nm] 0.2 0.3 0.45 1 1.4 4.3q

at max. speed of travel [m/s] 0.5 0.5 1 0.6 1.5 2

Max. radial force1) [N] 220 250 500 4,000

Max. rotational speed2) [rpm] 3,000 3,000 3,600 3,000

Max. acceleration [m/s2] 15

Repetition accuracy [mm] ±0.02

1) On the drive shaft

2) Rotational speed and speed are stroke-dependent

Operating and environmental conditions

Ambient temperature [°C] –10 … +60

Protection class IP40

Duty cycle [%] 100

Weight [kg]

Size 70 80 120 185

Basic weight with 0 mm stroke1) GK/GP 1.5 2.7 12.5 30g

GV/GQ 2 3.5 14.4 34.5

Additional weight per 1,000 mm stroke 5 8 19 39

Moving load GK/GP 0.4 0.74 2.4 8.6g

GV/GQ 0.6 0.95 2.9 9.85

Additional slide KL/KR 0.3 0.55 2 6

1) Incl. slide
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Technical data

Spindle

Size 70 80 120 185

Diameter [mm] 12 15 25 40

Pitch [mm/rev.] 10 10 20 10 25 40

Mass moment of inertia

Size 70 80 120 185

Spindle pitch 10 10 20 10 25 40

JO GK [kg mm2] 1.99 5.2 5.2 64.46 64.46 594JO

GV [kg mm2] 3.41 8.67 8.68 92 92 774.71

JH per metre stroke [kg mm2/m] 1.42 3.46 3.46 27.56 27.56 180.31

JL per kg working load [kg mm2/Kg] 2.53 2.53 10.13 2.53 15.83 40.53

JW GK [kg mm2] 1.04 1.86 7.46 6.09 38.06 348.87

JW GV [kg mm2] 1.48 2.34 9.35 7.34 45.85 399.08

The mass moment of inertia JA of the

entire axis is calculated as follows:

JA = JO + JW + JH x working stroke [m] + JL x mworking load [kg]

Materials

Sectional view

1 2 3 54 6

Axis

1 End cap Wrought aluminium alloy, anodised

2 Slide Wrought aluminium alloy, anodised

3 Spindle Steel

4 Profile Anodised aluminium

5 Cover strip Polyurethane

6 Guide rail High-alloy steel

Note on materials RoHS-compliant
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Technical data

Characteristic load values

The indicated forces and torques refer

to the slide surface. The point of

application of force is the point where

the centre of the guide and the length-

wise centre of the slide intersect.

They must not be exceeded during

dynamic operation Special attentiondynamic operation. Special attention

must be paid to the cushioning phase.

If the axis is subjected to more than

two of the indicated forces and

torques simultaneously, the follow-

ing equation must be satisfied in

addition to the indicated maximum

loads:

Calculation of the guide index value:

fv =
|Fy,dyn|

Fy,max
+

|Fz,dyn|

Fz,max
+

|Mx,dyn|

Mx,max
+

|My,dyn|

My,max
+

|Mz,dyn|

Mz,max

Permissible forces and torques

Size 70 80 120 185

Fymax. [N] 1,850 3,050 6,890 15,200

Fzmax. [N] 1,850 3,050 6,890 15,200

Mxmax. [Nm] 16 36 144 529

Mymax. GK/GP [Nm] 51 97 380 1,157

Mzmax. GK/GP [Nm] 51 97 380 1,157

Mymax. GV/GQ [Nm] 132 228 680 1,820

Mzmax. GV/GQ [Nm] 132 228 680 1,820

Rated loads

Size 70 80 120 185

Spindle pitch 10 10 20 10 25 40

Ball screw

Dynamic cdyn,KGT [N] 4,000 6,820 7,480 16,000 13,700 36,200
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Technical data

Service life

The service life of the guide depends

on the load. In order to make an

approximate assessment of the

service life of the guide, the guide

index value fv in relation to the service

life is presented in the diagram below

as a characteristic.

This chart only lists the theoretical

value. If guide index values fv greater

than 1.5 are returned, then it is

essential that you contact your local

contact person at Festo.

Guide index value fv as a function of service life

Example:

A user wants to move a mass weigh-

ing X kg. Using the above calculation,

a value of 1.5 is returned for the

guide index value. According to the

diagram, the guide has a service life

of approx. 1,500 km. Reducing the

acceleration reduces the value Mz

and My. Now with a guide index value

of 1, the service life is 5,000 km.

-H- Note

Design software

PositioningDrives

www.festo.com

The load comparison factor fv can

also be calculated using the sizing

software.

fv values > 1.5 are only theoretical

comparison values for the recircu-

lating ball bearing guide.
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Technical data

Speed v as a function of working stroke l

EGC-70/-80 EGC-120/-185

EGC-70-10P

EGC-80-10P

EGC-80-20P EGC-120-10P

EGC-120-25P
EGC-185-40P

Speed v as a function of rotational speed n

-H- Note

Rotational speed is stroke-dependent.

Note maximum rotational speed.

EGC-70/-80-10P/-120-10P

EGC-80-20P

EGC-120-25P

EGC-185
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Technical data

Maximum acceleration a as a function of applied load m

EGC-70 EGC-80

2 2

EGC-120 EGC-185

2

Horizontal mounting position Vertical mounting position

2

Effective force F as a function of input torque M

EGC-70/-80 EGC-120/-185

EGC-70-10P

EGC-80-10P

EGC-80-20P EGC-120-BS-10P

EGC-120-BS-25P

EGC-185-BS-40P
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Technical data

Stroke reserve

Stroke length Stroke reserve

The selected stroke always corre-

sponds to the required work stroke.

With the variants GK/GV there is no

wiper seal on the guide. On these

variants therefore there is a safety gap

between the drive cover and the slide

which is not intended as a work

stroke.

If a safety gap (similar to GK/GV)

between the drive cover and the slide

is also to be defined for the variants

GP/GQ, this is possible via the feature

”Stroke reserve” of the modular

product system. With the variants

GK/GV the stroke reserve and the

safety gap are added per end position.

• The length of the stroke reserve can

be selected as desired.

• The sum of the stroke length and

2x stroke reserve must not exceed

the maximum work stroke.

Example:

EGC-70-500-BS-10P-KF-20H-…

Working stroke = 500 mm

2x stroke reserve = 40 mm

Total length = 540 mm

(540 mm = 500 mm + 2x 20 mm)

Size 70 80 120 185

Spindle pitch 10 10 20 10 25 40

Safety gap with GK/GV

(per end position)

[mm] 10.5 13 13 18 18 21

Working stroke reduction

in standard slide GK/GP / extended slide GV/GQ with additional slide KL/KR

L16 = Slide length

L17 = Additional slide length

L18 = Distance between both

slides

1 Additional slide

L16 L18 L17

• For a spindle axis with additional

slide, the working stroke is reduced

by the length of the additional slide

and the distance between both

slides

• When ordering the variant GP/GQ,

the additional slide is also

protected

• When ordering the variant GV/GQ,

the additional slide is not extended

Example:

Type EGC-70-500-BS-…-GK-KR

Working stroke without

additional slide = 500 mm

L18 = 20 mm

L16, L17 = 100 mm

Working stroke with

additional slide = 380 mm

(500 mm – 20 mm – 100 mm)

Dimensions – Additional slide

Size 70 80 120 185

Variant GK/GV GP/GQ GK/GV GP/GQ GK/GV GP/GQ GK/GV

Length L17 [mm] 100 121 120 146 200 236 280

Min. distance between

the slides L18

[mm] – 21 – 26 – 36 –

Working stroke reduction per side

with integrated emergency buffer NPE and shock absorber retainer KYE

Where a spindle axis is used, the

working stroke is reduced by the total

dimension of the emergency buffer

and shock absorber retainer.

The rubber buffer in the lid must be

removed.

Size 70 80 120 185

With emergency buffer [mm] 43 68 98 133
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Technical data

2nd moment of area

Z-axis

Y-axis

Size 70 80 120 185

Iy [mm4] 4.19x105 9.81x105 5.01x106 2.61x107

Iz [mm4] 5.78x105 1.32x106 5.82x106 2.6x107

Maximum permissible support span L (without profile mounting) as a function of force F

In order to limit deflection in the

case of large strokes, the axis may

need to be supported.

The following diagrams help to de-

termine the maximum permissible

support span l as a function of force

F acting on the axis. The deflection

is f = 0.5 mm.

Force Fy Force Fz

EGC-70

EGC-80

EGC-120

EGC-185

Recommended deflection limit values

To ensure that the performance of the

axes is not impaired, adherence to the

following deflection limit values is rec-

ommended. Higher deformations can

lead to increased friction, greater wear

and a reduced service life.

Size Dyn. deflection

(load is moving)

Stat. deflection

(load at standstill)

70 … 185 0.05% of the length of the axis, max. 0.5 mm 0.1% of the length of the axis
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Technical data

Dimensions Download CAD data� www.festo.com

+ = plus stroke length + 2x stroke reserve

L9 For GK/GV safety distance per end position

For GP/GQ size for scraper� 52

Profile

Size 70 Size 80 Size 120

Size 185

1 Sensor slot for proximity sensor

2 Mounting slot for slot nut

-H- Note

To avoid distortions in the slide, the

bearing surfaces of the attachments

must maintain a flatness of at least

0.01 mm.
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Technical data

Size Variant Stroke B1 B2 B3 B4 B5 B6 B7 B9 D1

∅

H7

D2

∅

h7

D3

70 GK/GP 50 … 1,000
69 58 6 16 5 30 45 29 39 1 38 6 ß13

7

GV/GQ 50 … 900
69 58.6 16.5 30 45 29 39 1 38 6 ß13

80 GK/GP . 1,477/

, 1,477
82 72 6 22 40 60 35 46 75 1 48 8 ∅18

GV/GQ . 1,377
82 72.6 22 40 60 35 46.75 1 48 8 ∅18

/ Q

, 1,377

120 GK/GP . 1,704

, 1,704
120 107 33 80 40 64 78 1 62 12 ∅28

GV/GQ . 1,604
120 107 33 80 40 64 78 1 62 12 ∅28

, 1,604

185 GK/GP . 2,3615

, 2,361
186 169 53 120 80 80 114 1 95 25 ∅44

GV/GQ . 2,261
186 169 53 120 80 80 114 1 95 25 ∅44

, 2,261

Size Variant Stroke D4 D5

∅

H7

D6 D8

∅

H7

H1 H2 H3 H5 H6 H7 L1 L2

70 GK/GP 50 … 1,000
M5 – M5 5 64 22 5 50 5 13 13 36

168 86.57

GV/GQ 50 … 900
M5 – M5 5 64 22.5 50.5 13 13 36

268 136.5

80 GK/GP . 1,477 196 101

, 1,477
M5 9 M5 5 76 5 27 62 17 5 15 46

236 121

GV/GQ . 1,377
M5 9 M5 5 76.5 27 62 17.5 15 46

296 151

, 1,377 336 171

120 GK/GP . 1,704 309 156

, 1,704
M6 – M8 9 111 5 42 5 89 5 22 22 54

369 186

GV/GQ . 1,604
M6 – M8 9 111.5 42.5 89.5 22 22 54

409 206

, 1,604 469 236

185 GK/GP . 2,361 412 2095

, 2,361
M8 – M10 9 172 5 65 2 141 5 25 25 80

512 259

GV/GQ . 2,261
M8 – M10 9 172.5 65.2 141.5 25 25 80

512 259

, 2,261 612 309

Size Variant Stroke L3 L4 L5 L6 L7 L8 L9 T1 T2 T6 T7 T9

70 GK/GP 50 … 1,000
21 8 14 1 8 16 3 10 5 2 5 12 – 10 3 1

7

GV/GQ 50 … 900
21 8 14 1.8 16 3 10.5 2.5 12 – 10 3.1

80 GK/GP . 1,477

, 1,477
23 12 5 18 2 17 3 13 2 5 12 2 1 10 3 1

GV/GQ . 1,377
23 12.5 18 2 17 3 13 2.5 12 2.1 10 3.1

, 1,377

120 GK/GP . 1,704

, 1,704
33 17 5 25 5 2 30 3 18 3 12 – 16 2 1

GV/GQ . 1,604
33 17.5 25.5 2 30 3 18 3 12 – 16 2.1

, 1,604

185 GK/GP . 2,3615

, 2,361
43 23 30 5 2 37 3 21 3 20 – 20 2 1

GV/GQ . 2,261
43 23 30.5 2 37 3 21 3 20 – 20 2.1

, 2,261
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Technical data

Dimensions Download CAD data� www.festo.com

GK – Standard slide / GP – Standard slide, protected

Size 70 Size 80

Size 120

View A

View A

View A

5 Hole for centring sleeve

6 Hole for centring pin

* protected version
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Technical data

Dimensions Download CAD data� www.festo.com

GK – Standard slide

Size 185

5 Hole for centring sleeve

View A

-V- New
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Technical data

Dimensions Download CAD data� www.festo.com

GV – Extended slide / GQ – Extended slide, protected

Size 70

Size 80

View A

View A

5 Hole for centring sleeve

6 Hole for centring pin

* protected version
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Technical data

Dimensions Download CAD data� www.festo.com

GV – Extended slide / GQ – Extended slide, protected

Size 120

5 Hole for centring sleeve

* protected version

View A
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Technical data

Dimensions Download CAD data� www.festo.com

GV – Extended slide

Size 185

5 Hole for centring sleeve

View A
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Ordering data – Modular products

Order code

Mandatory data

Slot for

proximity sensor

O top

U underneath

R right

L left

V front

H rear

Accessories

A

X, Z, O, P, W, R

O, P, W, R

O, P, W, R

Axial kit

� 64

B, S

X, Z

V

Y

M

F

Servo motors EMMS-AS

Stepper motors EMMS-ST

� 64

CL
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Ordering data – Modular products

Ordering table

Size 70 80 120 185 Condi-

tions

Code Enter

code

0M Module No. 556807 556808 556809 556811

Design Linear axis EGC EGC

Size 70 80 120 185 -…

Stroke for GK, GP

(without stroke reserve)

[mm] 100, 200, 300,

400, 500, 600,

700, 800,

1,000

100, 200, 300,

500, 600,

800, 1,000,

1,400, 1,500,

1,800, 2,000

200, 300, 500,

600,

800, 1,000,

1,400, 1,500,

2,000, 2,500

300, 500,

600, 1,000,

1,500, 2,000,

2,500, 3,000

-… -…

50 … 1,000 50 … 2,000 50 … 2,500 50 … 3,000

Stroke for GV, GQ

(without stroke reserve)

[mm] 100, 200, 300,

400, 500, 600,

700, 900

100, 200, 400,

500, 700,

900, 1,300,

1,400, 1,700,

1,900

100, 200, 400,

500, 700,

900, 1,300,

1,400, 1,900,

2,400

200, 400, 500,

900,

1400, 1,900,

2,400, 2,900

-…

50 … 900 50 … 1,900 50 … 2,400 50 … 2,900

Function Ball screw spindle -BS -BS

Spindle pitch 10 10 10 – -10Pp p

– 20 – – -20P

– – 25 – -25P

– – – 40 -40P

Guide Recirculating ball bearing guide -KF -KF

Stroke reserve [mm] 0 … 999 (0 = no stroke reserve) 1 -…H

Motor attachment position Motor left -MLp

Motor right -MR

Slide Standard slide -GK

Extended slide, protected – -GQ

Standard slide, protected – -GP

Elongated slide -GV

0O Additional slide Left Additional slide, standard, at left 2 -KL

� Right Additional slide, standard, at right 2 -KR

1 -… The sum of the stroke length and 2x stroke reserve must not exceed the maximum stroke length

2 KL, KR If the slide was chosen as a protected variant (GQ, GP), the additional slide (KL, KR) is also protected

If the slide was chosen as an extended variant (GQ, GV), the additional slide (KL, KR) is not extended

Order code

EGC – – – – BS – – KF – – – –
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Ordering data – Modular products

Ordering table

Size 70 80 120 185 Condi-

tions

Code Enter

code

� Accessories Accessories enclosed separately ZUB- ZUB-

0O Foot mounting 1 F

Profile mounting 1 … 50 …M

Cover Mounting slot 1 … 50 (1 = 2 units 500 mm long) …B

Sensor slot 1 … 50 (1 = 2 units 500 mm long) …S

Slot nut for mounting slot 1 … 99 …Y

Proximity sensor (SIES)

inductive, slot 8, PNP,

Normally open contact,

cable 7.5 m

1 … 6 …X

, , ,

incl. switch lug Normally closed contact,

cable length 7.5 m

1 … 6 …Z

Emergency buffer with retainer 1 … 2 3 …A

Proximity sensor (SIEN)

inductive, M8, PNP,

Normally open contact,

cable 2.5 m

1 … 99 …O

, , ,

incl. switch lug with sensor

retainer

Normally closed contact,

cable length 2.5 m

1 … 99 …P

Normally open contact,

M8 plug

1 … 99 …W

Normally closed contact,

plug M8

1 … 99 …R

Plug socket with cable 2.5 m, M8, 3-wire 1 … 99 …V

Cable clip 10, 20, 30, 40, 50, 60, 70, 80, 90 …CL

Operating instructions Express waiver – no user documentation to be included (already

available) (operating instructions in PDF format are available free of

charge on the Internet www.festo.com)

-DN

3 … A Emergency buffer with retainer A cannot be combined with slides GP, GQ

Transfer order code

ZUB – –

-V- New

-H- Note

With code X, Z, one switch lug is

included in the scope of delivery.

With code O, P, W, R, one switch lug

and max. two sensor retainers are

included in the scope of delivery.
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Accessories

Permissible axis/motor combinations with axial kit

Motor Axial kit

Type Part No. Type

EGC-70

with servo motor

EMMS-AS-40-M-… 558162 EAMM-A-S38-40A

EMMS-AS-55-S-… 558163 EAMM-A-S38-55A

with stepper motor

EMMS-ST-42-S-… 560685 EAMM-A-S38-42A

EMMS-ST-57-S-… 560686 EAMM-A-S38-57A

EGC-80

with servo motor

EMMS-AS-55-S-… 558164 EAMM-A-S48-55A

EMMS-AS-70-S-… 558165 EAMM-A-S48-70A

with stepper motor

EMMS-ST-57-S-… 560687 EAMM-A-S48-57A

EMMS-ST-87-S-…1)2)

EMMS-ST-87-M-…2)

560688 EAMM-A-S48-87A

EGC-120

with servo motor

EMMS-AS-70-M-… 558166 EAMM-A-S62-70A

EMMS-AS-100-S-… 558167 EAMM-A-S62-100A

EMMS-AS-140-S-… 558168 EAMM-A-S62-140A

with stepper motor

EMMS-ST-87-S-…1)

EMMS-ST-87-M-…3)

EMMS-ST-87-L-…3)

560689 EAMM-A-S62-87A

EGC-185

with servo motor

EMMS-AS-100-M-… 558169 EAMM-A-S95-100A

EMMS-AS-140-M-… 558170 EAMM-A-S95-140A

1) In combination with spindle pitch 10

2) In combination with spindle pitch 20

3) In combination with spindle pitch 25

-H- Note

For the optimum selection

of axis/motor combinations�

Sizing software

PositioningDrives

www.festo.com
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Accessories

Individual components of the axial kit

Axial kit Axial kit comprising:

Motor flange Coupling Coupling housing Screws

Part No.

Type

Part No.

Type

Part No.

Type

Part No.

Type

Part No.

Type

EGC-70

558162

EAMM-A-S38-40A

558175

EAMF-A-38B-40A

558312

EAMC-30-32-6-6

558171

EAMK-A-S38-38AB

–

558163

EAMM-A-S38-55A

558176

EAMF-A-38A-55A

551003

EAMC-30-32-6-9

558171

EAMK-A-S38-38AB

567488

EAHM-L2-M5-50

560685

EAMM-A-S38-42A

560691

EAMF-A-38B-42A

561333

EAMC-30-32-5-6

558171

EAMK-A-S38-38AB

–

560686

EAMM-A-S38-57A

560692

EAMF-A-38A-57A

551002

EAMC-30-32-6-6.35

558171

EAMK-A-S38-38AB

567488

EAHM-L2-M5-50

EGC-80

558164

EAMM-A-S48-55A

558177

EAMF-A-48B-55A

543423

EAMC-30-32-8-9

558172

EAMK-A-S48-48AB

–

558165

EAMM-A-S48-70A

558025

EAMF-A-48A-70A

551004

EAMC-30-32-8-11

558172

EAMK-A-S48-48AB

567488

EAHM-L2-M5-50

560687

EAMM-A-S48-57A

560694

EAMF-A-48B-57A

543421

EAMC-30-32-6.35-8

558172

EAMK-A-S48-48AB

–

560688

EAMM-A-S48-87A

560695

EAMF-A-48A-87A

551004

EAMC-30-32-8-11

558172

EAMK-A-S48-48AB

567489

EAHM-L2-M5-55

EGC-120

558166

EAMM-A-S62-70A

558179

EAMF-A-62B-70A

558313

EAMC-42-66-11-12

558173

EAMK-A-S62-62AB

–

558167

EAMM-A-S62-100A

558026

EAMF-A-62A-100A

551005

EAMC-42-50-12-19

558173

EAMK-A-S62-62AB

567494

EAHM-L2-M6-80

558168

EAMM-A-S62-140A

558022

EAMF-A-62A-140A

558314

EAMC-42-50-12-24

558173

EAMK-A-S62-62AB

567495

EAHM-L2-M6-90

560689

EAMM-A-S62-87A

560696

EAMF-A-62B-87A

558313

EAMC-42-66-11-12

558173

EAMK-A-S62-62AB

–

EGC-185

558169

EAMM-A-S95-100A

558182

EAMF-A-95B-100A

558315

EAMC-56-58-19-25

558174

EAMK-A-S95-95AB

–

558170

EAMM-A-S95-140A

558023

EAMF-A-95A-140A

558316

EAMC-56-58-24-25

558174

EAMK-A-S95-95AB

567498

EAHM-L2-M8-100
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Accessories

Axial kit EAMM-A-…

Material:

Coupling housing, coupling hubs,

motor flange: Aluminium

Screws: Steel

Diagram:

1 Axial kit

2 Spindle axis

3 Motor

General technical data

EAMM-A-… S38- S48-

40A 42A 55A 57A 55A 57A 70A 87A

Transferable torque [Nm] 6.5 3.5 6.5 6.5 12.5 6.5 12.5 12.5

Mass moment of inertia [kgmm2] 5.87 5.88 5.87 5.87 5.87 5.87 5.87 5.87

Max. rotational speed [rpm] 8,000 8,000 8,000 8,000 8,000 8,000 8,000 8,000

Mounting position Any

EAMM-A-… S62- S95-

70A 87A 100A 140A 100A 140A

Transferable torque [Nm] 17 17 17 17 60 60

Mass moment of inertia [kgmm2] 45.5 45.5 34.8 34.1 128 127

Max. rotational speed [rpm] 6,000 6,000 6,000 6,000 5,500 5,500

Mounting position Any

Operating and environmental conditions

Ambient temperature [°C] –10 … +60

Storage temperature [°C] –25 … +60

Protection class1) IP40

Relative air humidity [%] 0 … 95

1) Only with combined attachment of motor and axis

Dimensions and ordering data

Type B1 H1 L1 Weight Part No. Type

[g]

EAMM-A-S38-40A 44 370 558162 EAMM-A-S38-40A

EAMM-A-S38-42A
69 50

52 412 560685 EAMM-A-S38-42A

EAMM-A-S38-55A
69 50

48 400 558163 EAMM-A-S38-55A

EAMM-A-S38-57A 48 400 560686 EAMM-A-S38-57A

EAMM-A-S48-55A 47.2 590 558164 EAMM-A-S48-55A

EAMM-A-S48-57A
82 61 5

47.2 580 560687 EAMM-A-S48-57A

EAMM-A-S48-70A
82 61.5

50.2 610 558165 EAMM-A-S48-70A

EAMM-A-S48-87A 54 760 560688 EAMM-A-S48-87A

EAMM-A-S62-70A 78.5 1,950 558166 EAMM-A-S62-70A

EAMM-A-S62-87A
120 88 5

81.5 2,070 560689 EAMM-A-S62-87A

EAMM-A-S62-100A
120 88.5

81 2,050 558167 EAMM-A-S62-100A

EAMM-A-S62-140A 91 2,870 558168 EAMM-A-S62-140A

EAMM-A-S95-100A
186 140 5

85.5 4,910 558169 EAMM-A-S95-100A

EAMM-A-S95-140A
186 140.5

95.5 5,500 558170 EAMM-A-S95-140A
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Accessories

Foot mounting HPE

(order code F)

Material:

Galvanised steel

RoHS-compliant

1 Hole in the HPE-120

Dimensions and ordering data

For size AB A0 AT AU B1 B2 H1 H8 TR TR1 US Weight Part No. Type

∅ [g]

70 5.5 6 3 13 37 14.5 64 0.5 40 – 67 115 558321 HPE-70

80 5.5 6 3 15 38 21 76.5 0.5 40 – 80 150 558322 HPE-80

120 9 8 6 22 65 20 111.5 0.6 80 – 116 578 558323 HPE-120

185 9 12 8 25 118 13 172.5 0.5 160 80 182 1,438 558325 HPE-185

Profile mounting MUE

(order code M)

Material:

Anodised aluminium

RoHS-compliant

Dimensions and ordering data

For size B1 B2 B3 B4 D1 H1 H2 H3 H4 H5 L1 L2 Weight Part No. Type

∅ [g]

70 91 12 79 22.5 5.5 64 17.5 12 6.2 22 52 40 80 558043 MUE-70/80

80 104 12 92 28 5.5 76.5 17.5 12 6.2 22 52 40 80 558043 MUE-70/80

120 154 19 135 42.5 9 111.5 16 14 5.5 29.5 90 40 290 558044 MUE-120/185

185 220 19 201 62.5 9 172.5 16 14 5.5 29.5 90 40 290 558044 MUE-120/185
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Accessories

Shock absorber retainer KYE

Emergency buffer NPE� 70

(order code A)

Material:

Anodised aluminium

RoHS-compliant

Cannot be used in combination with

the variants GP and GQ.

1 Emergency buffer NPE

Dimensions and ordering data

For size B1 B2 B3 D1 H1 H2 H3 L1 L2 Weight Part No. Type

[g]

70 57.5 1 16.5 M12X1 18.2 0.5 7.5 30 15 75 557584 KYE-70

80 74.2 1 20.5 M16X1 22 0.5 9.5 45 25 170 557585 KYE-80

120 108.5 1 26 M22X1.5 31 1 14 60 40 680 557586 KYE-120

185 168 1 37 M26X1.5 42 4 18 75 60 1,075 557587 KYE-185

Switch lug SF-EGC-1

For sensing with proximity sensor

SIES-8M

(order code X or Z)

Material:

Galvanised steel

RoHS-compliant

Dimensions and ordering data

For size B2 D1 H1 L1 L2 L6 Weight Part No. Type

[g]

70 3 M4 4.65 70 56 50 50 558047 SF-EGC-1-70

80 3 M4 4.65 90 78 70 60 558048 SF-EGC-1-80

120 3 M5 8 170 140 170 150 558049 SF-EGC-1-120

185 3 M5 10 230 200 230 245 558051 SF-EGC-1-185
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Accessories

Switch lug SF-EGC-2

For sensing with proximity sensor

SIEN-M8B (order code O, P, W or R) or

SIES-8M (order code X or Z)

Material:

Galvanised steel

RoHS-compliant

Sensor retainer HWS-EGC

For proximity sensor SIEN-M8B

(order code O, P, W or R)

Material:

Galvanised steel

RoHS-compliant

Switch lug SF-EGC-2

Sensor retainer HWS-EGC

For size 70 … 120

For size 185

Dimensions and ordering data

For size B1 B2 B3 B4 D1 D2 D3 H1 H2

∅

70 31.5 3 25.5 18 M4 M5 8.4 9.5 35

80 31.5 3 25.5 18 M4 M5 8.4 9.5 35

120 32 3 25.5 18 M5 M5 8.4 13.2 65

185 33 3 25.5 15 M5 M5 8.4 43 20

For size H3 H4 H5 H6 L1 L2 L3 L4 L5 L6

max.

70 25 – 45 13.5 70 56 135 20 35 50

80 25 – 45 23.5 90 78 135 20 35 70

120 55 – 75 24 170 140 215 20 35 170

185 11 53 71 25.5 230 200 37 25 12.5 230

For size Weight Part No. Type For size Weight Part No. Type

[g] [g]

Switch lug Sensor retainer

70 100 558052 SF-EGC-2-70 70 110 558057 HWS-EGC-M5

80 130 558053 SF-EGC-2-80 80 110 558057 HWS-EGC-M5

120 280 558054 SF-EGC-2-120 120 200 558058 HWS-EGC-M8

185 390 558056 SF-EGC-2-185 185 60 560517 HWS-EGC-M8:KURZ
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Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Accessories

Ordering data

For size Remarks Order code Part No. Type PU1)

Emergency buffer NPE

70 Use in combination with shock A 562581 NPE-70 1

80 absorber retainer KYE 562582 NPE-80

120 562583 NPE-120

185 562584 NPE-185

Slot nut NST

70, 80 For mounting slot Y 150914 NST-5-M5 1

120, 185

g

150915 NST-8-M6 1

Centring pin/sleeve ZBS/ZBH2)

70 For slide – 150928 ZBS-5 10

80, 120, 185 150927 ZBH-9 10

Slot cover ABP

70, 80 For mounting slot B 151681 ABP-5 2

120, 185

g

every 0.5 m 151682 ABP-8

Slot cover ABP-S

70 … 185 For sensor slot

every 0.5 m

S 563360 ABP-5-S1 2

Clip SMBK

70 … 185 For sensor slot, for mounting the

proximity sensor cable

CL 534254 SMBK-8 1

1) Packaging unit quantity

2) 6 centring pins/sleeves included in the scope of delivery for the axis

Ordering data – Proximity sensors for T-slot, inductive Technical data� Internet: sies

Type of mounting Switching Electrical connection Cable length Part No. Typeyp g g

output [m]

yp

N/O contact

Insertable in the slot from above, flush PNP Cable, 3-wire 7.5 551386 SIES-8M-PS-24V-K-7,5-OE,

with the cylinder profile Plug M8x1, 3-pin 0.3 551387 SIES-8M-PS-24V-K-0,3-M8Dy p

NPN Cable, 3-wire 7.5 551396 SIES-8M-NS-24V-K-7,5-OE

Plug M8x1, 3-pin 0.3 551397 SIES-8M-NS-24V-K-0,3-M8D

N/C contact

Insertable in the slot from above, flush PNP Cable, 3-wire 7.5 551391 SIES-8M-PO-24V-K-7,5-OE,

with the cylinder profile Plug M8x1, 3-pin 0.3 551392 SIES-8M-PO-24V-K-0,3-M8Dy p

NPN Cable, 3-wire 7.5 551401 SIES-8M-NO-24V-K-7,5-OE

Plug M8x1, 3-pin 0.3 551402 SIES-8M-NO-24V-K-0,3-M8D

-V- New



2009/04 – Subject to change 71� Internet: www.festo.com/catalogue/...

Spindle axes EGC-BS-KF, with recirculating ball bearing guide
Accessories

Ordering data – Inductive proximity sensors M8 Technical data� Internet: sien

Electrical connection Switching LED Cable length Part No. Type

Cable Plug M8

g

output [m]

yp

N/O contact

3-wire – PNP
�

2.5 150386 SIEN-M8B-PS-K-L

– 3-pin PNP
�

150387 SIEN-M8B-PS-S-L

N/C contact

3-wire – PNP
�

2.5 150390 SIEN-M8B-PO-K-L

– 3-pin PNP
�

150391 SIEN-M8B-PO-S-L

Ordering data – Connecting cables Technical data� Internet: nebu

Electrical connection, left Electrical connection, right Cable length Part No. Type, , g

[m]

yp

Straight socket, M8x1, 3-pin Cable, open end, 3-wire 2.5 159420 SIM-M8-3GD-2,5-PUg , , 3 p , p , 3

2.5 541333 NEBU-M8G3-K-2.5-LE3

5 541334 NEBU-M8G3-K-5-LE3

Angled socket, M8x1, 3-pin Cable, open end, 3-wire 2.5 541338 NEBU-M8W3-K-2.5-LE3g , , 3 p , p , 3

5 541341 NEBU-M8W3-K-5-LE3
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Passive guide axes EGC-FA, without drive
Key features

At a glance

• Driveless linear guide unit with

guide and freely movable slide

• The passive guide axis/heavy-

duty guide is designed to

increase force and torque capa-

cities in multi-axis applications

• Higher torsional resistance

• Reduced vibration with dynamic

loads

• Drive axes and passive guide

axes/heavy-duty guides can be

arranged adjacent to or above

one another

System product for handling and assembly technology

1

2

3

5

4

6

System components and accessories

Brief description � Page/Internet

1 Axes Wide range of combinations possible within handling and assembly technology axis

2 Passive guide axes For increasing force and torque capacities in multi-axis applications passive guide axis

3 Drives Wide range of combinations possible within handling and assembly technology drive

4 Motors Servo and stepper motors, with or without gear unit motor

5 Grippers Wide range of variations possible within handling and assembly technology gripper

6 Adapters For drive/drive and drive/gripper connections adapter kit
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Passive guide axes EGC-FA, without drive
Key features

Passive guide axes and the corresponding drives

Passive guide axis DGC-FA

• Can be combined with:

– Linear drive DGC-KF

• For size 8 … 63

• Load capacity to max. 6,890 N

or 380 Nm

Passive guide axis EGC-FA

• Can be combined with:

– Toothed belt axis EGC-TB

– Spindle axis EGC-BS

• For size 70 … 185

• Load capacity to max. 15,200 N

or 1,820 Nm

Passive guide axis FDG-ZR-RF

• Can be combined with:

– Toothed belt axis DGE-ZR-RF

• For size 25 … 63

• Load capacity to max. 1,500 N

or 600 Nm

Passive guide axis FDG-P/-ZR/-SP

• Can be combined with:

– Linear drive DGPL

– Toothed belt axis DGE-ZR-KF

– Spindle axis DGE-SP-KF

• For size 18 … 63

• Load capacity to max. 14,050 N

or 1,820 Nm

Heavy-duty guide HD

• Size HD8 … HD40

• Stroke lengths of 10 … 2,160 mm

• Load capacity to max. 5,600 N

or 560 Nm
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Passive guide axes EGC-FA, without drive
Type codes

EGC – 70 – 500 – FA – – GK

Type

EGC Passive guide axis

Size

Stroke [mm]

Guide

FA Passive guide axis

Stroke reserve

Slide

GK Standard slide

GP Standard slide, protected

-V- New



2009/04 – Subject to change 77� Internet: www.festo.com/catalogue/...

Passive guide axes EGC-FA, without drive
Type codes

� ZUB – F2MX2Z – DN

Additional slide

…K 1 through 2

Accessories enclosed separately

F Foot mounting

…M Profile mounting

…B Mounting slot cover

…S Sensor slot cover

…Y Slot nut for mounting slot

…X Proximity sensor (SIES), inductive, slot type 8,

PNP, N/O contact, cable 7.5 m

…Z Proximity sensor (SIES), inductive, slot type 8,

PNP, N/C contact, cable 7.5 m

…A Emergency buffer with retainer

…C Shock absorber with retainer

…O Proximity sensor (SIEN), inductive, M8, PNP,

N/O contact, cable 2.5 m

…P Proximity sensor (SIEN), inductive, M8, PNP,

N/C contact, cable 2.5 m

…W Proximity sensor (SIEN), inductive, M8, PNP,

N/O contact, plug M8

…R Proximity sensor (SIEN), inductive, M8, PNP,

N/C contact, plug M8

…V Plug socket with cable

…CL Cable clip

Operating instructions

DN No

-V- New
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Passive guide axes EGC-FA, without drive
Peripherals overview

1

2

3

4

5

6

7

8

9

aJ

aB

aC

aA

-V- New



2009/04 – Subject to change 79� Internet: www.festo.com/catalogue/...

Passive guide axes EGC-FA, without drive
Peripherals overview

Variants and accessories

Type Brief description � Page/Internet

1 Emergency buffer with retainer

A

For avoiding damage at the end stop in the event of malfunction 94

2 Shock absorber with retainer

C

For avoiding damage at the end stop in the event of malfunction 94

3 Centring pin/sleeve

ZBS, ZBH

• For centring loads and attachments on the slide

• 6 centring pins/sleeves included in the scope of delivery of the axis

96

4 Switching lug

X, Z, O, P, W, R

For sensing the slide position 94

5 Sensor bracket

O, P, W, R

Adapter for mounting the inductive proximity sensors (round design) on the axis 95

6 Proximity sensor, M8

O, P, W, R

• Inductive proximity sensor, round design

• The order code O, P, W, R includes 1 switching lug and max. 2 sensor brackets in the scope

of delivery

97

7 Slot cover

B, S

• For protecting against ingress of dirt 96

8 Proximity sensor, slot type 8

X, Z

• Inductive proximity sensor, for slot type 8

• The order code X, Z includes 1 switching lug in the scope of delivery

97

9 Plug socket with cable

V

For proximity sensor (order code W and R) 97

aJ Clip

CL

For mounting the proximity sensor cable in the slot 96

aA Slot nut

Y

For mounting attachments 96

aB Profile mounting

M

For mounting the axis on the profile 93

aC Foot mounting

F

For mounting the axis on the end cap 92
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Passive guide axes EGC-FA, without drive
Technical data

-N- Size

70 … 185

-T- Stroke length

50 … 8,500 mm

General technical data

Size 70 80 120 185

Constructional design Passive axis

Guide Recirculating ball bearing guide

Mounting position Any

Working stroke GK/GP [mm] 50 … 5,000 50 … 8,500 50 … 8,500 50 … 8,500

Max. speed [m/s] 5

Max. acceleration [m/s2] 50

Operating and environmental conditions

Ambient temperature [°C] –10 … +60

Protection class IP40

Weight [kg]

Size 70 80 120 185

Basic weight with 0 mm stroke1) GK/GP 1.2 2 7.3 20.8

Additional weight per 1,000 mm stroke 4.2 6.2 15 29

Moving mass GK/GP 0.3 0.55 2 6

Additional slide K 0.3 0.55 2 6

1) Incl. slide

Materials

Sectional view

1 3 42

Axis

1 End cap Wrought aluminium alloy, anodised

2 Slide Wrought aluminium alloy, anodised

3 Guide rail High-alloy steel

4 Profile Wrought aluminium alloy, anodised

Note on materials RoHS-compliant

Contains PWIS (paint-wetting impairment substances)
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Passive guide axes EGC-FA, without drive
Technical data

Characteristic load values

The indicated forces and torques

refer to the slide surface. The point of

application of force is the point

where the centre of the guide and the

longitudinal centre of the slide

intersect.

They must not be exceeded duringy g

dynamic operation. Special attention

must be paid to the cushioning

phase.

If the axis is subjected to more than

two of the indicated forces and

torques simultaneously, the follow-

ing equation must be satisfied in

addition to the indicated maximum

loads:

Calculation of the guide comparison index:

fv =
|Fy,dyn|

Fy,max
+

|Fz,dyn|

Fz,max
+

|Mx,dyn|

Mx,max
+

|My,dyn|

My,max
+

|Mz,dyn|

Mz,max

Permissible forces and torques

Size 70 80 120 185

Fymax. [N] 1,850 3,050 6,890 15,200

Fzmax [N] 1,850 3,050 6,890 15,200

Mxmax. [Nm] 16 36 144 529

Mymax. GK/GP [Nm] 51 97 380 1,157

Mzmax. GK/GP [Nm] 51 97 380 1,157

Service life

The service life of the guide depends

on the load. To provide a rough indica-

tion of the service life of the guide,

the graph below plots the guide

comparison index fv against

the service life.

This chart only lists theoretical values.

Consultation with your local contact

person at Festo is mandatory for guide

comparison indexes fv greater than

1.5.

Guide comparison index fv as a function of service life

Example:

A user wants to move an X kg load.

Using the above calculation gives a

value of 1.5 for the guide comparison

index. According to the graph, the

guide would have a service life of

approx. 1,500 km. Reducing the

acceleration reduces the Mz and My

values. A guide comparison index

of 1 now gives a service life

of 5,000 km.

-H- Note

Design software

PositioningDrives

www.festo.com

The load comparison factor fv can

also be calculated using the sizing

software.

fv values > 1.5 are only theoretical

comparison values for the recircu-

lating ball bearing guide.

-V- New
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Passive guide axes EGC-FA, without drive
Technical data

Stroke reserve

Stroke length Stroke reserve

The selected stroke corresponds in

principle to the required working

stroke. The variant GK does not have

a wiper seal on the guide. This variant

therefore additionally has a safety

distance between the drive cap and

slide that is not designated as part of

the working stroke.

A safety distance (similar to GK)

between the drive cap and slide can

be defined for the variant GP using

the modular product system via the

“stroke reserve” feature. With the

variant GK, the stroke reserve and

safety distance are added for each end

position.

• The stroke reserve length can be

freely selected

• The sum of the stroke length and

2x stroke reserve must not exceed

the maximum working stroke

Example:

EGC-70-500-FA-20H-…

Working stroke = 500 mm

2x stroke reserve = 40 mm

Total length = 540 mm

(540 mm = 500 mm + 2x 20 mm)

Size 70 80 120 185

Safety distance with GK

(per end position)

[mm] 10.5 13 18 21

Working stroke reduction

With standard slide GK/GP with additional slide K

L16 = Slide length

L17 = Additional slide length

L18 = Distance between both

slides

1 Additional slide

L16 L18 L17

• For a guide axis with additional

slide, the working stroke is reduced

by the length of the additional slide

and the distance between both

slides

• With the variant GP, the additional

slide is also protected

Example:

Type EGC-70-500-FA-…-GK-1K

Working stroke without

additional slide = 500 mm

L18 = 20 mm

L17 = 100 mm

L16 = 100 mm

Working stroke with

additional slide = 380 mm

(500 mm – 20 mm – 100 mm)

Dimensions – Additional slide

Size 70 80 120 185

Variant GK GP GK GP GK GP GK

Length L17 [mm] 100 121 120 146 200 236 280

Min. distance between

the slides L18

[mm] – 21 – 26 – 36 –

Working stroke reduction per side

With integrated emergency buffer NPE/shock absorber YSRW with shock absorber retainer KYE

With a guide axis with emergency

buffer, the working stroke is reduced

by the total dimension of the

emergency buffer/shock absorber

and shock absorber retainer.

The rubber buffer in the cap must be

removed.

Size 70 80 120 185

With emergency buffer [mm] 43 68 98 133

With shock absorber [mm] 42 63 84 107
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Passive guide axes EGC-FA, without drive
Technical data

2nd moment of area

Size 70 80 120 185

Iy [mm4] 3.95x105 8.44x105 4.62x106 2.34x107

Iz [mm4] 5.77x105 1.16x106 5.65x106 2.74x107

Maximum permissible support span L (without profile mounting) as a function of force F

In order to limit deflection for large

strokes, the axis may need to be

supported.

The following graphs serve to deter-

mine the maximum permissible

support span l as a function of force

F acting on the axis. The deflection

is f = 0.5 mm.

Force Fy Force Fz

EGC-70

EGC-80

EGC-120

EGC-185

Recommended deflection limits

Size Dyn. deflection

(load moving)

Stat. deflection

(stationary load)

70 … 185 0.05% of the axis length,

max. 0.5 mm

0.1% of the axis length

-V- New

Z-axis

Y-axis

Adherence to the following deflection

limits is recommended so as not to

impair the functional performance of

the axes. Greater deformation can

result in increased friction, greater

wear and reduced service life.
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Passive guide axes EGC-FA, without drive
Technical data

Dimensions Download CAD data� www.festo.com

+ = plus stroke length + 2x stroke reserve

L9 For GK safety distance per end position

For GP size for scraper� 82

Profile

Size 70 Size 80

Size 120 Size 185

1 Sensor slot for proximity sensor

2 Mounting slot for slot nut

-H- Note

To avoid distortion in the slide, the

bearing surfaces of the attachments

must maintain a minimum flatness

of 0.01 mm.

-V- New
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Passive guide axes EGC-FA, without drive
Technical data

Size B1 B2 B3 B4 B5 B9 D5

∅

H7

70 69 58.6 16.5 30 45 1 –

80 82 72.6 22 40 60 1 9

120 120 107 33 80 40 1 –

185 186 169 53 120 80 1 –

Size D6 D8

∅

H1 H3 H4 H5 H6 L1

H7 GK

70 M5 5 64 50.5 47 13 13 163

80 M5 5 76.5 62 57 17.5 15 190

120 M8 9 111.5 89 82 22 22 306

185 M10 9 172.5 141 131.5 25 25 406

Size L2 L6 L7 L8 L9 T6 T7 T9

GK

70 81.5 1.8 16 3 10.5 – 10 3.1

80 95 2 17 3 13 2.1 10 3.1

120 153 2 30 3 18 – 16 2.1

185 203 2 37 3 21 – 20 2.1
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Passive guide axes EGC-FA, without drive
Technical data

Dimensions Download CAD data� www.festo.com

GK – standard slide/GP – standard slide, protected

Size 70 Size 80

Size 120

View A

View A

View A

5 Hole for centring sleeve

6 Hole for centring pin

* Protected version

-V- New
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Passive guide axes EGC-FA, without drive
Technical data

Dimensions Download CAD data� www.festo.com

GK – standard slide

Size 185

5 Hole for centring sleeve

View A

-V- New
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Passive guide axes EGC-FA, without drive
Ordering data – Modular products

Order code

Mandatory data

Slot for

proximity sensor

O top

U underneath

R right

L left

V front

H rear

-V- New
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Passive guide axes EGC-FA, without drive
Ordering data – Modular products

Order code

Accessories

A

C

X, Z, O, P, W, R

O, P, W, R

O, P, W, R

B, S

X, Z

V

Y

M

F

CL

-V- New
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Passive guide axes EGC-FA, without drive
Ordering data – Modular products

Ordering table

Size 70 80 120 185 Condi-

tions

Code Enter

code

0M Module No. 558 864 558 865 558 866 558 868

Design Passive guide axis EGC EGC

Size 70 80 120 185 -… -…

Stroke [mm] 50 … 5,000 50 … 8,500 50 … 8,500 50 … 8,500 1 -… -…

Guide Passive guide axis -FA -FA

Stroke reserve [mm] 0 … 999 (0 = no stroke reserve) 1 -…H

Slide Standard slide -GK

Standard slide, protected – -GP

0O Additional slide 1 … 2 2 -…K

1 -… The sum of the stroke length and 2x stroke reserve must not exceed the maximum stroke length

2 … K If the protected slide variant (GP) is selected, then the additional slide is also protected

No additional slides (K) can be ordered for long strokes� product configurator. If required, please contact your local Festo office

Order code

EGC – – – FA – – – –

-V- New
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Passive guide axes EGC-FA, without drive
Ordering data – Modular products

Ordering table

Size 70 80 120 185 Condi-

tions

Code Enter

code

� Accessories Accessories enclosed separately ZUB- ZUB-

0O Foot mounting 1 F

Profile mounting 1 … 50 …M

Cover Mounting slot 1 … 50 (1 = 2 units, 500 mm) …B

Sensor slot 1 … 50 (1 = 2 units, 500 mm) …S

Slot nut for mounting slot 1 … 99 …Y

Proximity sensor (SIES),

inductive slot type 8 PNP

N/O contact, cable 7.5 m 1 … 6 … X

inductive, slot type 8, PNP,

incl. switching lug
N/C contact, cable 7.5 m 1 … 6 … Z

Emergency buffer with retainer 1 … 2 3 … A

Shock absorber with retainer 1 … 2 4 … C

Proximity sensor (SIEN), N/O contact, cable 2.5 m 1 … 99 …Oy ( ),

inductive, M8, PNP, N/C contact, cable 2.5 m 1 … 99 …P, , ,

incl. switching lug with N/O contact, plug M8 1 … 99 …Wg g

sensor retainer N/C contact, plug M8 1 … 99 …R

Plug socket with cable 2.5 m, M8, 3-wire 1 … 99 …V

Cable clip 10, 20, 30, 40, 50, 60, 70, 80, 90 …CL

Operating instructions Express waiver - no user documentation to be included (already

available) (operating instructions in pdf format are available free of

charge on the Internet at www.festo.com)

-DN

3 … A Emergency buffer with retainer A cannot be combined with slide GP and shock absorber with retainer C

4 … C Shock absorber with retainer C cannot be combined with slide GP and emergency buffer with retainer A

Transfer order code

ZUB – –

-V- New

-H- Note

The code X, Z does not include

a switching lug in the scope of

delivery.

The code O, P, W, R includes one

switching lug and max. two sensor

brackets in the scope of delivery.
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Passive guide axes EGC-FA, without drive
Accessories

Foot mounting HPE

(order code F)

Material:

Galvanised steel

RoHS-compliant

1 Hole in HPE-120

+ = plus stroke length + 2x stroke reserve

Dimensions and ordering data

For size AB A0 AT AU B1 B2 H1 H8

∅

70 5.5 6 3 13 37 14.5 64 0.5

80 5.5 6 3 15 38 21 76.5 0.5

120 9 8 6 22 65 20 111.5 0.6

185 9 12 8 25 118 13 172.5 0.5

For size SA TR TR1 US Weight Part No. Type

GK [g]

70 189 40 – 67 115 558 321 HPE-70

80 220 40 – 80 150 558 322 HPE-80

120 350 80 – 116 578 558 323 HPE-120

185 456 160 80 182 1,438 558 325 HPE-185
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Passive guide axes EGC-FA, without drive
Accessories

Profile mounting MUE

(order code M)

Material:

Anodised aluminium

RoHS-compliant

Dimensions and ordering data

For size B1 B2 B3 B4 D1 H1 H2 H3

∅

70 91 12 79 22.5 5.5 64 17.5 12

80 104 12 92 28 5.5 76.5 17.5 12

120 154 19 135 42.5 9 111.5 16 14

185 220 19 201 62.5 9 172.5 16 14

For size H4 H5 L1 L2 Weight Part No. Type

[g]

70 6.2 22 52 40 80 558 043 MUE-70/80

80 6.2 22 52 40 80 558 043 MUE-70/80

120 5.5 29.5 90 40 290 558 044 MUE-120/185

185 5.5 29.5 90 40 290 558 044 MUE-120/185
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Passive guide axes EGC-FA, without drive
Accessories

Shock absorber retainer KYE

Emergency buffer NPE� 96

Shock absorber YSRW� 96

(order code A or C)

Material:

Anodised aluminium

RoHS-compliant

Cannot be used in combination with

the variant GP.

1 Emergency buffer NPE

2 Shock absorber YSRW

Dimensions and ordering data

For size B1 B2 B3 D1 H1 H2 H3 L1 L2 L3 L4 Weight Part No. Type

[g]

70 57.5 1 16.5 M12X1 18.2 0.5 7.5 30 15 14 32 75 557 584 KYE-70

80 74.2 1 20.5 M16X1 22 0.5 9.5 45 25 20 41 170 557 585 KYE-80

120 108.5 1 26 M22X1.5 31 1 14 60 40 26 48.5 680 557 586 KYE-120

185 168 1 37 M26X1.5 42 4 18 75 60 34 58.5 1,075 557 587 KYE-185

Switch lug SF-EGC-1

for sensing using proximity sensor

SIES-8M

(order code X or Z)

Material:

Galvanised steel

RoHS-compliant

Dimensions and ordering data

For size B2 D1 H1 L1 L2 L6 Weight Part No. Type

[g]

70 3 M4 4.65 70 56 50 50 558 047 SF-EGC-1-70

80 3 M4 4.65 90 78 70 60 558 048 SF-EGC-1-80

120 3 M5 8 170 140 170 150 558 049 SF-EGC-1-120

185 3 M5 10 230 200 230 245 558 051 SF-EGC-1-185
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Passive guide axes EGC-FA, without drive
Accessories

Switch lug SF-EGC-2

for sensing using proximity sensor

SIEN-M8B (order code O, P, W or R) or

SIES-8M (order code X or Z)

Material:

Galvanised steel

RoHS-compliant

Sensor bracket HWS-EGC

for proximity sensor SIEN-M8B

(order code O, P, W or R)

Material:

Galvanised steel

RoHS-compliant

Switch lug SF-EGC-2

Sensor bracket HWS-EGC

For size 70 … 120

For size 185

Dimensions and ordering data

For size B1 B2 B3 B4 D1 D2 D3 H1 H2

∅

70 31.5 3 25.5 18 M4 M5 8.4 9.5 35

80 31.5 3 25.5 18 M4 M5 8.4 9.5 35

120 32 3 25.5 18 M5 M5 8.4 13.2 65

185 33 3 25.5 15 M5 M5 8.4 43 20

For size H3 H4 H5 H6 L1 L2 L3 L4 L5 L6

max.

70 25 – 45 13.5 70 56 135 20 35 50

80 25 – 45 23.5 90 78 135 20 35 70

120 55 – 75 24 170 140 215 20 35 170

185 11 53 71 25.5 230 200 37 25 12.5 230

For size Weight Part No. Type For size Weight Part No. Type

[g] [g]

Switch lug Sensor bracket

70 100 558 052 SF-EGC-2-70 70 110 558 057 HWS-EGC-M5

80 130 558 053 SF-EGC-2-80 80 110 558 057 HWS-EGC-M5

120 280 558 054 SF-EGC-2-120 120 200 558 058 HWS-EGC-M8

185 390 558 056 SF-EGC-2-185 185 60 560 517 HWS-EGC-M8:KURZ
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Passive guide axes EGC-FA, without drive
Accessories

Ordering data

For size Remarks Order code Part No. Type PU1)

Emergency buffer NPE

70 For use in combination with shock A 562 581 NPE-70 1

80 absorber retainer KYE 562 582 NPE-80

120 562 583 NPE-120

185 562 584 NPE-185

Shock absorber YSRW Technical data� Internet: ysrw

70 For use in combination with shock C 191 194 YSRW-8-14 1

80 absorber retainer KYE 191 196 YSRW-12-20

120 191 197 YSRW-16-26

185 191 198 YSRW-20-34

Slot nut NST

70, 80 For mounting slot Y 150 914 NST-5-M5 1

120, 185

g

150 915 NST-8-M6 1

Centring pin/sleeve ZBS/ZBH2)

70 For slide – 150 928 ZBS-5 10

80, 120, 185 150 927 ZBH-9 10

Slot cover ABP

70, 80 For mounting slot B 151 681 ABP-5 2

120, 185

g

every 0.5 m 151 682 ABP-8

Slot cover ABP-S

70 … 185 For sensor slot

every 0.5 m

S 563 360 ABP-5-S1 2

Clip SMBK

70 … 185 For sensor slot, for securing

the proximity sensor cable

CL 534 254 SMBK-8 1

1) Packaging unit quantity

2) 6 centring pins/sleeves included in the scope of delivery of the axis
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Passive guide axes EGC-FA, without drive
Accessories

Ordering data – Proximity sensors for T-slot, inductive Technical data� Internet: sies

Type of mounting Switching Electrical connection Cable length Part No. Typeyp g g

output [m]

yp

N/O contact

Insertable in the slot lengthwise, flush PNP Cable, 3-wire 7.5 551 386 SIES-8M-PS-24V-K-7,5-OEg ,

with the cylinder profile Plug M8x1, 3-pin 0.3 551 387 SIES-8M-PS-24V-K-0,3-M8Dy p

NPN Cable, 3-wire 7.5 551 396 SIES-8M-NS-24V-K-7,5-OE

Plug M8x1, 3-pin 0.3 551 397 SIES-8M-NS-24V-K-0,3-M8D

N/C contact

Insertable in the slot lengthwise, flush PNP Cable, 3-wire 7.5 551 391 SIES-8M-PO-24V-K-7,5-OEg ,

with the cylinder profile Plug M8x1, 3-pin 0.3 551 392 SIES-8M-PO-24V-K-0,3-M8Dy p

NPN Cable, 3-wire 7.5 551 401 SIES-8M-NO-24V-K-7,5-OE

Plug M8x1, 3-pin 0.3 551 402 SIES-8M-NO-24V-K-0,3-M8D

Ordering data – Inductive proximity sensors M8 Technical data� Internet: sien

Electrical connection Switching LED Cable length Part No. Type

Cable Plug M8

g

output [m]

yp

N/O contact

3-wire – PNP
�

2.5 150 386 SIEN-M8B-PS-K-L

– 3-pin PNP
�

150 387 SIEN-M8B-PS-S-L

N/C contact

3-wire – PNP
�

2.5 150 390 SIEN-M8B-PO-K-L

– 3-pin PNP
�

150 391 SIEN-M8B-PO-S-L

Ordering data – Connecting cables Technical data� Internet: nebu

Electrical connection, left Electrical connection, right Cable length Part No. Type, , g

[m]

yp

Straight socket, M8x1, 3-pin Cable, open end, 3-wire 2.5 159 420 SIM-M8-3GD-2,5-PUg , , 3 p , p , 3

2.5 541 333 NEBU-M8G3-K-2.5-LE3

5 541 334 NEBU-M8G3-K-5-LE3

Angled socket, M8x1, 3-pin Cable, open end, 3-wire 2.5 541 338 NEBU-M8W3-K-2.5-LE3g , , 3 p , p , 3

5 541 341 NEBU-M8W3-K-5-LE3
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What must be observed when using Festo components?

Specified limit values for technical

data and any specific instructions

must be adhered to by the user in

order to ensure recommended operat-

ing conditions.

When pneumatic components are

used, the user shall ensure that they

are operated using correctly prepared

compressed air without aggressive

media.

When Festo components are used in

safety-oriented applications, the user

shall ensure that all applicable

national and local safety laws and

regulations, for example the machine

directive, together with the relevant

references to standards are observed.

Unauthorised conversions or modifi-

cations to products and systems from

Festo involve a safety risk and are

thus not permissible.

Festo does not accept any liability for

resulting damages.

You should contact Festo’s advisors if

one of the following apply to your

application:

• The ambient conditions and condi-

tions of use or the operating me-

dium differ from the specified

technical data.

• The product is to perform a safety

function.

• A risk or safety analysis is required.

• You are unsure about the product’s

suitability for use in the planned

application.

• You are unsure about the product’s

suitability for use in safety-oriented

applications.

All technical data applies at the time

of going to print.

All texts, representations, illustrations

and drawings included in this cata-

logue are the intellectual property of

Festo AG & Co. KG, and are protected

by copyright law.

All rights reserved, including transla-

tion rights. No part of this publication

may be reproduced or transmitted in

any form or by any means, electronic,

mechanical, photocopying or other-

wise, without the prior written per-

mission of Festo AG & Co. KG. All

technical data subject to change

according to technical update.


	Electric axes EGCwith recirculating ball bearing guide
	Electric axes EGC, with recirculating ball bearing guide
	Contents
	Ordering data 
	Ordering data 
	Ordering data 


	Toothed belt axes EGC-TB-KF, with recirculating ball bearing guide
	Key features
	Peripherals overview
	Type codes
	Technical data
	technical data
	Sectional view
	Dimensions
	Ordering data 

	Accessories
	Permissible axis/motor combinations
	Axial kit

	Shock absorber retainer KYE
	Switch lug SF-EGC-1
	Switch lug SF-EGC-2
	Sensor retainer HWS-EGC
	Drive shaft EAMB
	Emergency buffer NPE
	Shock absorber YSRW
	Slot nut NST
	Centring pin/sleeve ZBS/ZBH2)
	Slot cover ABP
	Slot cover ABP-S
	Clip SMBK
	proximity sensors 


	Spindle axes EGC-BS-KF, with recirculating ball bearing guide
	Key features
	Peripherals overview
	Type codes
	Technical data
	technical data
	Sectional view
	Dimensions
	Ordering data 

	Accessories
	Permissible axis/motor combinations
	Axial kit

	Shock absorber retainer KYE
	Switch lug SF-EGC-1
	Switch lug SF-EGC-2
	Sensor retainer HWS-EGC
	Emergency buffer NPE
	Slot nut NST
	Centring pin/sleeve ZBS/ZBH2)
	Slot cover ABP
	Slot cover ABP-S
	Clip SMBK
	proximity sensors 


	Passive guide axes EGC-FA, without drive
	Key features
	Type codes
	Peripherals overview
	Technical data
	technical data
	Sectional view
	Dimensions
	Ordering data 

	Accessories
	Shock absorber retainer KYE
	Switch lug SF-EGC-1
	Switch lug SF-EGC-2
	Sensor bracket HWS-EGC
	Emergency buffer NPE
	Shock absorber YSRW
	Slot nut NST
	Centring pin/sleeve ZBS/ZBH2)
	Slot cover ABP
	Slot cover ABP-S
	Clip SMBK
	proximity sensors 




